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3.3 Siding applications – screws for medium to heavy applications

3.3.3.2	�HEX head self-drilling screws with sealing washer

	� S-MD 55Z / S-MD 65Z 
S-MD 55S / S-MD 65S / S-MD 75S 
S-MD 55SS

	 Universal self-drilling screws for thick metal applications
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Ordering description Screw Technology Drilling 
capacity  
range (DC) 
[mm]

Thickness 
fastened 
range (MF) 
[mm]

Screw 
diameter  
(d) 
[mm]

Screw 
length 
(L) 
[mm]

Washer 
size 

[mm]

Screw 
drive   / 
recess 
type

EPDM 
thickness 

[mm]

Sales 
quantity 

[pc]

Item 
number

Zinc-plated carbon steel self-drilling HEX head screws

S-MD 55GZ 5.5x40 
S-MD 55Z 5.5x40

Racing Tip
Perfect Sealing

4.6 – 15 4.6 – 15 5.5 40 16 Hexagon 8 3 250 2054489

S-MD 55GZ 5.5x52 
S-MD 55Z 5.5x52

Racing Tip 
Perfect Sealing

4.6 – 15 4.6 – 27 5.5 52 16 Hexagon 8 3 250 2054830

S-MD 55GZ 5.5x65 
S-MD 55Z 5.5x65

Racing Tip 
Perfect Sealing

4.6 – 15 4.6 – 40 5.5 65 16 Hexagon 8 3 100 2054831

S-MD 55GZ 5.5x82 
S-MD 55Z 5.5x82

Racing Tip 
Perfect Sealing

4.6 – 15 4.6 – 57 5.5 82 16 Hexagon 8 3 100 2054832

S-MD 55GZ 5.5x102 
S-MD 55Z 5.5x102

Racing Tip 
Perfect Sealing

4.6 – 15 4.6 – 77 5.5 102 16 Hexagon 8 3 100 2054833

S-MD 65GZ 5.5x40 
S-MD 65Z 5.5x40

Racing Tip 
Perfect Sealing

4.6 – 15 4.6 – 15 5.5 40 19 Hexagon 8 3 250 2090661

Colored zinc-plated carbon steel self-drilling HEX head screws

S-MD 55GZ 5.5x40 
RAL9010

Racing Tip 
Perfect Sealing

4.6 – 15 4.6 – 15 5.5 40 16 Hexagon 8 3 250 2054834

S-MD 55GZ 5.5x40 
RAL9006

Racing Tip 
Perfect Sealing

4.6 – 15 4.6 – 15 5.5 40 16 Hexagon 8 3 250 2054835

Reference:

•	 More Information see approval ETA-18/0182 and ETA-18/0880
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3.3 Siding applications – screws for medium to heavy applications

	� HEX head self-drilling screws with sealing washer

	� S-MD 55Z / S-MD 65Z 
S-MD 55S / S-MD 65S / S-MD 75S 
S-MD 55SS

	 Universal self-drilling screws for thick metal applications

Ordering description Screw  
Technology

Drilling 
capacity  
range (DC) 
[mm]

Thickness 
fastened 
range (MF) 
[mm]

Screw 
diameter  
(d) 
[mm]

Screw 
length  
(L) 
[mm]

Washer 
size 

[mm]

Screw 
drive   / 
recess 
type

EPDM 
thickness 

[mm]

Sales 
quantity 

[pc]

Item 
number

Stainless steel (A2) self-drilling HEX head screws

S-MD 55S 5.5x40 Racing Tip
Perfect Sealing

4.6 – 15 4.6 – 11 5.5 40 16 Hexagon 8 3 250 2209960

S-MD 55S 5.5x52 Racing Tip
Perfect Sealing

4.6 – 15 4.6 – 23 5.5 52 16 Hexagon 8 3 250 2209961

S-MD 55S 5.5x65 Racing Tip 
Perfect Sealing

4.6 – 15 4.6 – 36 5.5 65 16 Hexagon 8 3 100 2209962

S-MD 55S 5.5x82 Racing Tip 
Perfect Sealing

4.6 – 15 4.6 – 53 5.5 82 16 Hexagon 8 3 100 2209963

S-MD 55S 5.5x102 Racing Tip 
Perfect Sealing

4.6 – 15 4.6 – 73 5.5 102 16 Hexagon 8 3 100 2209964

S-MD 65S 5.5x40 Racing Tip 
Perfect Sealing

4.6 – 15 4.6 – 11 5.5 40 19 Hexagon 8 3 250 2209965

S-MD 65S 5.5x52 Racing Tip 
Perfect Sealing

4.6 – 15 4.6 – 23 5.5 52 19 Hexagon 8 3 250 2209966

S-MD 65S 5.5x65 Racing Tip 
Perfect Sealing

4.6 – 15 4.6 – 36 5.5 65 19 Hexagon 8 3 100 2209967

S-MD 65S 5.5x82 Racing Tip 
Perfect Sealing

4.6 – 15 4.6 – 53 5.5 82 19 Hexagon 8 3 100 2209968

S-MD 65S 5.5x102 Racing Tip 
Perfect Sealing

4.6 – 15 4.6 – 73 5.5 102 19 Hexagon 8 3 100 2209969

S-MD 75S 5.5x40 Racing Tip 
Perfect Sealing

4.6 – 15 4.6 – 11 5.5 40 22 Hexagon 8 3 250 2209970

S-MD 75S 5.5x52 Racing Tip 
Perfect Sealing

4.6 – 15 4.6 – 23 5.5 52 22 Hexagon 8 3 250 2209971

S-MD 75S 5.5x65 Racing Tip 
Perfect Sealing

4.6 – 15 4.6 – 36 5.5 65 22 Hexagon 8 3 100 2209972

S-MD 75S 5.5x82 Racing Tip 
Perfect Sealing

4.6 – 15 4.6 – 53 5.5 82 22 Hexagon 8 3 100 2209613

S-MD 75S 5.5x102 Racing Tip 
Perfect Sealing

4.6 – 15 4.6 – 73 5.5 102 22 Hexagon 8 3 100 2209614

Stainless steel (A4) self-drilling HEX head screws

S-MD 55SS 5.5x40 Racing Tip 
Perfect Sealing

4.6 – 15 4.6 – 11 5.5 40 16 Hexagon 8 3 250 2211435

S-MD 55SS 5.5x52 Racing Tip 
Perfect Sealing

4.6 – 15 4.6 – 23 5.5 52 16 Hexagon 8 3 250 2209974

S-MD 55SS 5.5x65 Racing Tip 
Perfect Sealing

4.6 – 15 4.6 – 36 5.5 65 16 Hexagon 8 3 100 2211017

S-MD 55SS 5.5x82 Racing Tip 
Perfect Sealing

4.6 – 15 4.6 – 53 5.5 82 16 Hexagon 8 3 100 2211430

S-MD 55SS 5.5x102 Racing Tip 
Perfect Sealing

4.6 – 15 4.6 – 73 5.5 102 16 Hexagon 8 3 100 2211431

Reference:

•	 More Information see approval ETA-18/0182 and ETA-18/0880
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3.3 Siding applications – screws for medium to heavy applications

Reference:

•	 More Information see approval ETA-18/0182 and ETA-18/0880

3.3.3.3	Pan head self-drilling screws with and without sealing washer

	� S-MD 05PS/ S-MD 35PS 
S-MD 35PSS

	 Universal self-drilling screw for light applications

Ordering description Screw  
Technology

Drilling 
capacity  
range (DC) 
[mm]

Thickness 
fastened 
range (MF) 
[mm]

Screw 
diameter  
(d) 
[mm]

Screw 
length  
(L) 
[mm]

Washer 
size 
[mm]

Screw 
drive  / 
recess 
type

EPDM 
thickness 

[mm]

Sales 
quantity

[pc]

Item 
number

Stainless steel (A2) self-drilling pan head screws

S-MD 05PS 5.5x40 Racing Tip 4.6 – 15 4.6 – 14 5.5 41 None TX 25 None 250 2229863

S-MD 05PS 5.5x52 Racing Tip 4.6 – 15 4.6 – 26 5.5 53 None TX 25 None 250 2229846

S-MD 35PS 5.5x40 Racing Tip 
Perfect Sealing 4.6 – 15 4.6 – 11 5.5 41 12 TX 25 3 250 2229855

S-MD 35PS 5.5x52 Racing Tip  
Perfect Sealing 4.6 – 15 4.6 – 23 5.5 53 12 TX 25 3 250 2229845

Stainless steel (A4) self-drilling pan head screws

S-MD 35PSS 5.5x40 Racing Tip 
Perfect Sealing 4.6 – 12 4.6 – 12 5.5 41 12 TX 25 3 250 2229844

S-MD 35PSS 5.5x52 Racing Tip 
Perfect Sealing 4.6 – 12 4.6 – 26 5.5 53 12 TX 25 3 250 2229847
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3.3 Siding applications – screws for wood / metal and metal / wood applications

3.3.4	 Screws for wood/metal and metal/wood applications 

3.3.4.1	�HEX head self-drilling screws without sealing washer

	 S-MDW 01Z / S-MDW 01C / S-MDW 01S

	� Self-drilling screws for fastening steel and aluminum to wood

Ordering description Drilling 
capacity 
range (DC) 

[mm]

Thickness 
fastened 
range (MF) 

[mm]

Effective 
range  
screw-in 
length (leff) 
[mm]

Screw 
diameter 
(d) 
 
[mm]

Screw 
length (L) 

[mm]

Screw 
drive / 
recess 
type

Sales 
quantity

 
[pc]

Item 
number

Zinc-plated carbon steel self-drilling HEX head screws

S-MDW 01Z 6.5x40 0.4 – 2 0.4 – 4 30 – 55 6.5 41 Hexagon 8 250 2291237

S-MDW 01Z 6.5x60 0.4 – 2 0.4 – 24 30 – 55 6.5 61 Hexagon 8 150 2291238

S-MDW 01Z 6.5x80 0.4 – 2 0.4 – 44 30 – 55 6.5 81 Hexagon 8 100 2291239

S-MDW 01Z 6.5x100 0.4 – 2 0.4 – 64 30 – 64 6.5 101 Hexagon 8 100 2291260

Duplex-coated carbon steel self-drilling HEX head screws

S-MDW 01C 6.5x40 0.4 – 2 0.4 – 4 30 – 55 6.5 41 Hexagon 8 250 2291273

S-MDW 01C 6.5x60 0.4 – 2 0.4 – 24 30 – 55 6.5 61 Hexagon 8 150 2291274

S-MDW 01C 6.5x80 0.4 – 2 0.4 – 44 30 – 55 6.5 81 Hexagon 8 100 2291275

S-MDW 01C 6.5x100 0.4 – 2 0.4 – 64 30 – 64 6.5 101 Hexagon 8 100 2291276

Stainless steel (A2) self-drilling HEX head screws

S-MDW 01S 6.5x40 0.4 – 2 0.4 – 4 30 – 55 6.5 41 Hexagon 8 250 2284378

S-MDW 01S 6.5x60 0.4 – 2 0.4 – 24 30 – 55 6.5 61 Hexagon 8 150 2284379

S-MDW 01S 6.5x80 0.4 – 2 0.4 – 44 30 – 55 6.5 81 Hexagon 8 100 2284771

S-MDW 01S 6.5x100 0.4 – 2 0.4 – 64 30 – 64 6.5 101 Hexagon 8 100 2284772

Reference:

•	 More Information see approval ETA-18/0880 (Stainless steel) and ETA-20/0858 (Carbon steel)
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3.3 Siding applications – screws for wood / metal and metal / wood applications

3.3.4.2	�HEX head self-drilling screws with sealing washer

	� S-MDW 51Z / S-MDW 61Z / S-MDW 71Z 
S-MDW 51C / S-MDW 61C / S-MDW 71C 
S-MDW 51S / S-MDW 61S / S-MDW 71S

	� Self-drilling screws for fastening steel and aluminum to wood

Ordering description Drilling 
capacity 
range (DC) 

[mm]

Thickness 
fastened 
range (MF) 

[mm]

Effective 
range  
screw-in 
length (leff) 
[mm]

Screw 
diameter 
(d)

[mm]

Screw 
length (L)

[mm]

Washer 
size 

[mm]

Screw 
drive / 
recess 
type

EPDM 
thickness 
 

[mm]

Sales 
quantity

[pc]

Item 
number

Zinc-plated carbon steel self-drilling HEX head screws

S-MDW 51Z 6.5x40 0.4 – 2 0.4 – 2 30 – 52 6.5 41 16 Hexagon 8 3 100 2291261

S-MDW 51Z 6.5x60 0.4 – 2 0.4 – 21 30 – 52 6.5 61 16 Hexagon 8 3 100 2291262

S-MDW 51Z 6.5x80 0.4 – 2 0.4 – 41 30 – 52 6.5 81 16 Hexagon 8 3 100 2291263

S-MDW 51Z 6.5x100 0.4 – 2 0.4 – 61 30 – 61 6.5 101 16 Hexagon 8 3 100 2291264

S-MDW 61Z 6.5x40 0.4 – 2 0.4 – 2 30 – 52 6.5 41 19 Hexagon 8 3 100 2291265

S-MDW 61Z 6.5x60 0.4 – 2 0.4 – 21 30 – 52 6.5 61 19 Hexagon 8 3 100 2291266

S-MDW 61Z 6.5x80 0.4 – 2 0.4 – 41 30 – 52 6.5 81 19 Hexagon 8 3 100 2291267

S-MDW 61Z 6.5x100 0.4 – 2 0.4 – 61 30 – 61 6.5 101 19 Hexagon 8 3 100 2291268

S-MDW 71Z 6.5x40 0.4 – 2 0.4 – 2 30 – 52 6.5 41 22 Hexagon 8 3 100 2291269

S-MDW 71Z 6.5x60 0.4 – 2 0.4 – 21 30 – 52 6.5 61 22 Hexagon 8 3 100 2291270

S-MDW 71Z 6.5x80 0.4 – 2 0.4 – 41 30 – 52 6.5 81 22 Hexagon 8 3 100 2291271

S-MDW 71Z 6.5x100 0.4 – 2 0.4 – 61 30 – 61 6.5 101 22 Hexagon 8 3 100 2291272

Reference:

•	 More Information see approval ETA-18/0880 (Stainless steel) and ETA-20/0858 (Carbon steel)
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3.3 Siding applications – screws for wood / metal and metal / wood applications

	� HEX head self-drilling screws with sealing washer

	� S-MDW 51Z / S-MDW 61Z / S-MDW 71Z 
S-MDW 51C / S-MDW 61C / S-MDW 71C 
S-MDW 51S / S-MDW 61S / S-MDW 71S

	� Self-drilling screws for fastening steel and aluminum to wood

Ordering description Drilling 
capacity 
range (DC) 

[mm]

Thickness 
fastened 
range (MF) 

[mm]

Effective 
range  
screw-in 
length (leff) 
[mm]

Screw 
diameter 
(d)

[mm]

Screw 
length (L)

[mm]

Washer 
size 

[mm]

Screw 
drive / 
recess 
type

EPDM 
thickness 
 

[mm]

Sales 
quantity

[pc]

Item 
number

Duplex-coated carbon steel self-drilling HEX head screws

S-MDW 51C 6.5x40 0.4 – 2 0.4 – 2 30 – 52 6.5 41 16 Hexagon 8 3 100 2291277

S-MDW 51C 6.5x60 0.4 – 2 0.4 – 21 30 – 52 6.5 61 16 Hexagon 8 3 100 2291278

S-MDW 51C 6.5x80 0.4 – 2 0.4 – 41 30 – 52 6.5 81 16 Hexagon 8 3 100 2291279

S-MDW 51C 6.5x100 0.4 – 2 0.4 – 61 30 – 61 6.5 101 16 Hexagon 8 3 100 2291280

S-MDW 61C 6.5x40 0.4 – 2 0.4 – 2 30 – 52 6.5 41 19 Hexagon 8 3 100 2291281

S-MDW 61C 6.5x60 0.4 – 2 0.4 – 21 30 – 52 6.5 61 19 Hexagon 8 3 100 2291282

S-MDW 61C 6.5x80 0.4 – 2 0.4 – 41 30 – 52 6.5 81 19 Hexagon 8 3 100 2291283

S-MDW 61C 6.5x100 0.4 – 2 0.4 – 61 30 – 61 6.5 101 19 Hexagon 8 3 100 2291284

S-MDW 71C 6.5x40 0.4 – 2 0.4 – 2 30 – 52 6.5 41 22 Hexagon 8 3 100 2291285

S-MDW 71C 6.5x60 0.4 – 2 0.4 – 21 30 – 52 6.5 61 22 Hexagon 8 3 100 2291286

S-MDW 71C 6.5x80 0.4 – 2 0.4 – 41 30 – 52 6.5 81 22 Hexagon 8 3 100 2291287

S-MDW 71C 6.5x100 0.4 – 2 0.4 – 61 30 – 61 6.5 101 22 Hexagon 8 3 100 2291288

Stainless steel (A2) self-drilling HEX head screws

S-MDW 51S 6.5x40 0.4 – 2 0.4 – 2 30 – 52 6.5 41 16 Hexagon 8 3 100 2284773

S-MDW 51S 6.5x60 0.4 – 2 0.4 – 21 30 – 52 6.5 61 16 Hexagon 8 3 100 2284774

S-MDW 51S 6.5x80 0.4 – 2 0.4 – 41 30 – 52 6.5 81 16 Hexagon 8 3 100 2284775

S-MDW 51S 6.5x100 0.4 – 2 0.4 – 61 30 – 61 6.5 101 16 Hexagon 8 3 100 2284776

S-MDW 61S 6.5x40 0.4 – 2 0.4 – 2 30 – 52 6.5 41 19 Hexagon 8 3 100 2284777

S-MDW 61S 6.5x60 0.4 – 2 0.4 – 21 30 – 52 6.5 61 19 Hexagon 8 3 100 2284778

S-MDW 61S 6.5x80 0.4 – 2 0.4 – 41 30 – 52 6.5 81 19 Hexagon 8 3 100 2284779

S-MDW 61S 6.5x100 0.4 – 2 0.4 – 61 30 – 61 6.5 101 19 Hexagon 8 3 100 2284780

S-MDW 71S 6.5x40 0.4 – 2 0.4 – 2 30 – 52 6.5 41 22 Hexagon 8 3 100 2284781

S-MDW 71S 6.5x60 0.4 – 2 0.4 – 21 30 – 52 6.5 61 22 Hexagon 8 3 100 2284782

S-MDW 71S 6.5x80 0.4 – 2 0.4 – 41 30 – 52 6.5 81 22 Hexagon 8 3 100 2284783

S-MDW 71S 6.5x100 0.4 – 2 0.4 – 61 30 – 61 6.5 101 22 Hexagon 8 3 100 2284770

Reference:

•	 More Information see approval ETA-18/0880 (Stainless steel) and ETA-20/0858 (Carbon steel)
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3.3 Siding applications – screws for wood / metal and metal / wood applications

3.3.4.3	�Countersunk head self-drilling wing tip screws

	� S-WD 11Z 
S-WD 11C / S-WD 13C / S-WD 15C

	 Self-drilling screws for fastening wood to metal

Single screws

Ordering description Drilling 
capacity 
range (DC) 
[mm]

Thickness 
fastened 
range (MF) 
[mm]

Screw 
diameter 
(d) 
[mm]

Screw 
length (L)

[mm]

Screw 
drive / 
recess 
type

Sales 
quantity

[pc]

Item 
number

Zinc-plated carbon steel self-drilling Phillips head screws

S-WD 11Z 3.8x30 0.75 – 2.5 10 – 15 3.8 30 PH 2 1'000 413325

S-WD 11Z 3.8x41 0.75 – 2.5 10 – 26 3.8 41 PH 2 500 413326

S-WD 11Z 3.8x57 0.75 – 2.5 10 – 42 3.8 57 PH 2 100 413804

Duplex-coated carbon steel self-drilling Phillips head screws

S-WD 11C 3.8x30 0.75 – 2.5 10 – 15 3.8 30 PH 2 200 416231

S-WD 11C 3.8x41 0.75 – 2.5 10 – 26 3.8 41 PH 2 200 416233

S-WD 11C 3.8x57 0.75 – 2.5 10 – 42 3.8 57 PH 2 100 416234

S-WD 11C 4.2x25 0.75 – 2.5 10 4.2 25 PH 2 200 283635

S-WD 13C 4.8x38 2.4 – 3.8 10 – 20 4.8 38 PH 3 200 283636

S-WD 13C 5.5x50 2.1 – 5.5 10 – 27 5.5 50 PH 3 100 283637

S-WD 13C 5.5x65 2.1 – 5.5 10 – 40 5.5 65 PH 3 100 283638

S-WD 13C 5.5x85 2.1 – 5.5 10 – 53 5.5 85 PH 3 100 283639

S-WD 13C 5.5x100 2.1 – 5.5 10 – 80 5.5 100 PH 3 100 287078

S-WD 13C 6.3x70 2.1 – 6 10 – 50 6.3 70 PH 3 100 416235

S-WD 13C 6.3x87 2.1 – 6 10 – 63 6.3 87 PH 3 100 416236

S-WD 15C 5.5x65 4 – 12 10 – 30 5.5 65 PH 3 100 287079

S-WD 15C 5.5x85 4 – 12 10 – 55 5.5 85 PH 3 100 287573

S-WD 15C 5.5x119 4 – 12 10 – 85 5.5 119 PH 3 100 289145

Collated screws*

Zinc-plated carbon steel self-drilling Phillips head screws

S-WD 11Z 3.8x30 M 0.75 – 2.5 10 – 15 3.8 30 PH 2 1'000 413805

S-WD 11Z 3.8x41 M 0.63 – 2.5 10 – 26 3.8 41 PH 2 1'000 413806

Reference:

•	 For use with SD screwdriver and SMD 57
•	 *For use with SD screwdriver and SMD 57 (e.g., for Alucobond systems)
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3.3 Siding applications – self-drilling wafer head screws

3.3.5	� Wafer head carbon steel self-drilling screws without sealing washer	

	 S-MD 01ZW / S-MD 03ZW / S-MD 05ZW

	 Carbon steel wafer head screws as fastening points in metal framing applications

Ordering description Screw Technology Thread type Drilling 
capacity  
range (DC)
[mm]

Thickness 
fastened 
range (MF) 
[mm]

Screw 
diameter  
(d) 
[mm]

Screw 
length  
(L) 
[mm]

Screw 
drive   / 
recess 
type

Sales 
quantity

[pc]

Item 
number

Wafer head carbon steel self-drilling screws without sealing washer

S-MD 01ZW 5.5x19 Coarse single thread 1.25 – 3 1.2 – 7.5 5.5 20 PH 2 1'000 408761

S-MD 03ZW 5.5x25 Racing Tip Coarse single thread 1.25 – 6 2.6 – 12 5.5 26 PH 2 1'000 2264946

S-MD 05ZW 5.5x40 Racing Tip Fine single thread 4.6 – 12 4.6 – 18 5.5 41 PH 3 500 408763
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3.4 Screws for light ventilated façade applications

3.4	 Screws for light ventilated façade applications

3.4.1	� Stainless steel self-drilling screws for fastening Aluminum brackets  
and profiles

	� S-AD 01S / S-AD 01SS 
S-AD 01LSS / S-AD 01LHSS / S-AD 01LPSS

	 Stainless steel self-drilling screws without washer for aluminum façade fastenings

Single Screws

Ordering description Drilling 
capacity 
range (DC) 
[mm]

Thickness 
fastened 
range (MF) 
[mm]

Screw 
diameter 
(d)
[mm]

Screw 
length (L)
[mm]

Screw 
drive / 
recess 
type

Sales 
quantity

[pc]

Item 
number

Stainless steel (A2) self-drilling HEX head screws

S-AD 01S 5.5x19 1.5 – 4 1.5 – 10 5.5 19 Hexagon 8 500 2039265

Stainless steel (A4) self-drilling HEX head screws

S-AD 01SS 5.5x19 1.5 – 4 1.5 – 10 5.5 19 Hexagon 8 500 2039266

S-AD 01LSS 5.5x25 1.5 – 6 3.2 – 12 5.5 25 Hexagon 8 500 2200902

Stainless steel (A4) self-drilling Phillips head screw

S-AD 01LHSS 4.8x17 1 – 4 0.75 – 8 4.8 17 PH 2 500 2127477

Stainless steel (A4) self-drilling pan head screw

S-AD 01LPSS 5.5x25 1.5 – 6 3.2 – 12 5.5 25 TX 25 500 2200903

Collated screws*

Stainless steel (A2) self-drilling Phillips head screw

S-AD 01LHS 4.8x17 M 0.75 – 4 0.75 – 8 4.8 17 PH 2 1'000 2127476

Colored stainless steel (A2) self-drilling Phillips head screws

S-AD 01LHS 4.8x17 M, RAL9006 0.75 – 4 0.75 – 8 4.8 17 PH 2 1'000 2147763

S-AD 01LHS 4.8x17 M, RAL9010 0.75 – 4 0.75 – 8 4.8 17 PH 2 1'000 2147762

S-AD 01LHS 4.8x17 M, RAL9016 0.75 – 4 0.75 – 8 4.8 17 PH 2 1'000 2147764

Reference:

•	 More information see National technical approval/General construction technique permission Z-14.4-769
•	 *For use with SD screwdriver and SMD 57 (e.g., for Alucobond systems)
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3.4 Screws for light ventilated façade applications

3.4.2	� Stainless steel self-drilling screws for fastening cladding panels

	 S-PS 01S / S-PD 01S

	 Stainless steel self-drilling screws without washer for fastening (OSB) panels to substructure

Ordering description Base 
material

Drilling 
capacity 
range (DC)  
[mm]

Thickness 
fastened 
range (MF) 
[mm]

Screw 
diameter 
(d)
[mm]

Screw 
length (L)

[mm]

Screw 
drive / 
recess 
type

Sales 
quantity

[pc]

Item 
number

Stainless steel self-drilling screws for fastening cladding panels

S-PD 01S 4.0x40 Metal / 
Aluminium 0.5 – 2.5 0.5 – 12.5 4 40 PH 2 1'000 2136390

S-PS 01S 4.0x40 Wood 0.5 – 2.5 0.5 – 12.5 4 40 PH 2 1'000 2136329

Reference:

•	 More information see National technical approval/General construction technique permission Z-14.4-769

S-PS 01S

S-PD 01S
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3.4 Screws for light ventilated façade applications

3.4.3	� Stainless steel screws for hidden fastenings of HPL panels

	 S-HP 02SS / S-FP 01SS

	� Stainless steel screws for hidden HPL panel fastenings

Ordering description Drilling  
capacity 
range (DC)  
[mm]

Screw 
diameter 
(d)
[mm]

Screw  
length (L)
 
[mm]

Screw  
drive/ 
recess 
type

Sales 
quantity

[pc]

Item 
number

S-HP 02SS 7.2x9 Self-tap-
ping

7.2 9 TX 25 HF 500 2301049

S-FP 01SS 5.5x32 1.5 – 4 5.5 32 TX 25 HF 100 2301102

HPF System

Reference:

•	 Each sales package of S-HP 02SS 7.2 x 9 includes a torque-limiting bit holder (S-BH QC 64/2.5” TL) which must be used when fastening hangers to 
HPL façade panels

•	 If HPL panels are not pre-drilled, stepped drill bit TS-HP 5,9-90 HPL (#2301100) must be used. (See accessories for Hidden panel fastenings,  
chapter 4.3)

•	 More information, see approval ETA-21/0567

1) Hanger Hilti MFT-HAF 50/RL 8.5 2) Hanger Hilti MFT-H 40/RL 8.5

Fastener
Hilti S-HP02SS 7.2x9

Hanger
Hilti MFT-H 40/RL 8.5

HPL façade panel

Fastener
Hilti S-HP02SS 7.2x9

Hanger
Hilti MFT-HAF 50/RL 8.5

HPL façade panel

Adjustment screw

Adjustment screw

Fixing screw
S-FP01SS 5.5x32
Bracket (fixed point)

Hanger
Hilti MFT-HAF 50/RL 8.5

Fastener 
Hilti S-HP02SS 7.2x9

Vertical profile

Bracket (sliding point)

Hanger profile

Hanger
Hilti MFT-H 40/RL 8.5
Fastener
Hilti S-HP02SS 7.2x9
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3.5 Screws for sandwich applications

3.5	 Screws for sandwich applications

3.5.1	� HEX head stainless steel self-drilling screws  
for light and medium steel substructure

	 S-CD 53S / S-CD 63S / S-CD 73S (Ø 16 / Ø 19 / Ø 22)

	� The self-drilling sandwich panel screws for fastening on light and medium base materials	

Ordering description Drilling 
capacity 
range (DC) 
[mm]

Thickness 
fastened 
range (MF) 
[mm]

Screw 
diameter 
(d) 
[mm]

Screw 
length (L) 

[mm]

Washer 
size 

[mm]

EPDM-
thickness 

[mm]

Screw 
drive / 
recess 
type 

Sales 
quantity

[pc]

Item 
number

Stainless steel (A2) sandwich panel screw S-CD 53S

S-CD 53S 5.5x76 2 – 6 38 – 48 5.5 76 16 3 Hexagon 8 100 413394

S-CD 53S 5.5x86 2 – 6 48 – 58 5.5 86 16 3 Hexagon 8 100 413395

S-CD 53S 5.5x96 2 – 6 58 – 68 5.5 96 16 3 Hexagon 8 100 413396

S-CD 53S 5.5x116 2 – 6 68 – 88 5.5 116 16 3 Hexagon 8 100 413389

S-CD 53S 5.5x136 2 – 6 78 – 108 5.5 136 16 3 Hexagon 8 100 413390

S-CD 53S 5.5x156 2 – 6 98 – 128 5.5 156 16 3 Hexagon 8 100 413391

S-CD 53S 5.5x172 2 – 6 114 – 144 5.5 172 16 3 Hexagon 8 100 2132343

S-CD 53S 5.5x186 2 – 6 128 – 158 5.5 186 16 3 Hexagon 8 100 413392

S-CD 53S 5.5x216 2 – 6 138 – 188 5.5 216 16 3 Hexagon 8 100 413393

S-CD 53S 5.5x234 2 – 6 156 – 206 5.5 234 16 3 Hexagon 8 100 2132344

S-CD 53S 5.5x256 2 – 6 178 – 228 5.5 256 16 3 Hexagon 8 100 413397

S-CD 53S 5.5x286 2 – 6 208 – 258 5.5 286 16 3 Hexagon 8 100 413398

Reference:

•	 More Information see approval ETA-13/0179
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3.5 Screws for sandwich applications

Ordering description Drilling 
capacity 
range (DC) 
[mm]

Thickness 
fastened 
range (MF) 
[mm]

Screw 
diameter 
(d) 
[mm]

Screw 
length (L) 

[mm]

Washer 
size 

[mm]

EPDM-
thickness 

[mm]

Screw 
drive / 
recess 
type 

Sales 
quantity

[pc]

Item 
number

Stainless steel (A2) sandwich panel screw S-CD 63S

S-CD 63S 5.5x76 2 – 6 38 – 48 5.5 76 19 3 Hexagon 8 100 413354

S-CD 63S 5.5x86 2 – 6 48 – 58 5.5 86 19 3 Hexagon 8 100 413355

S-CD 63S 5.5x96 2 – 6 58 – 68 5.5 96 19 3 Hexagon 8 100 413356

S-CD 63S 5.5x116 2 – 6 68 – 88 5.5 116 19 3 Hexagon 8 100 413349

S-CD 63S 5.5x136 2 – 6 78 – 108 5.5 136 19 3 Hexagon 8 100 413350

S-CD 63S 5.5x156 2 – 6 98 – 128 5.5 156 19 3 Hexagon 8 100 413351

S-CD 63S 5.5x172 2 – 6 114 – 144 5.5 172 19 3 Hexagon 8 100 2132345

S-CD 63S 5.5x186 2 – 6 128 – 158 5.5 186 19 3 Hexagon 8 100 413352

S-CD 63S 5.5x216 2 – 6 138 – 188 5.5 216 19 3 Hexagon 8 100 413353

S-CD 63S 5.5x234 2 – 6 156 – 206 5.5 234 19 3 Hexagon 8 100 2132346

S-CD 63S 5.5x256 2 – 6 178 – 228 5.5 256 19 3 Hexagon 8 100 413357

S-CD 63S 5.5x286 2 – 6 208 – 258 5.5 286 19 3 Hexagon 8 100 413358

Stainless steel (A2) sandwich panel screw S-CD 73S

S-CD 73S 5.5x76 2 – 6 38 – 48 5.5 76 22 3 Hexagon 8 100 413374

S-CD 73S 5.5x86 2 – 6 48 – 58 5.5 86 22 3 Hexagon 8 100 413375

S-CD 73S 5.5x96 2 – 6 58 – 68 5.5 96 22 3 Hexagon 8 100 413376

S-CD 73S 5.5x116 2 – 6 68 – 88 5.5 116 22 3 Hexagon 8 100 413369

S-CD 73S 5.5x136 2 – 6 78 – 108 5.5 136 22 3 Hexagon 8 100 413370

S-CD 73S 5.5x156 2 – 6 98 – 128 5.5 156 22 3 Hexagon 8 100 413371

S-CD 73S 5.5x172 2 – 6 114 – 144 5.5 172 22 3 Hexagon 8 100 2132347

S-CD 73S 5.5x186 2 – 6 128 – 158 5.5 186 22 3 Hexagon 8 100 413372

S-CD 73S 5.5x216 2 – 6 138 – 188 5.5 216 22 3 Hexagon 8 100 413373

S-CD 73S 5.5x234 2 – 6 156 – 206 5.5 234 22 3 Hexagon 8 100 2132348

S-CD 73S 5.5x256 2 – 6 178 – 228 5.5 256 22 3 Hexagon 8 100 413377

S-CD 73S 5.5x286 2 – 6 208 – 258 5.5 286 22 3 Hexagon 8 100 413378

	� HEX head stainless steel self-drilling screws  
for light and medium steel substructure

	 S-CD 53S / S-CD 63S / S-CD 73S (Ø 16 / Ø 19 / Ø 22)

	� The self-drilling sandwich panel screws for fastening on light and medium base materials	

Reference:

•	 More Information see approval ETA-13/0179



61www.hilti.group

3

3.5 Screws for sandwich applications

3.5.2	� HEX head carbon steel self-drilling screws  
for light and medium steel substructure 

	 S-CD 53C / S-CD 63C (Ø 16 / Ø 19)

	� The self-drilling panel screws for fastening on light and medium base materials

Ordering description Drilling 
capacity 
range (DC) 
[mm]

Thickness 
fastened 
range (MF) 
[mm]

Screw 
diameter 
(d)
[mm]

Screw 
length (L) 

[mm]

Washer 
size 

[mm]

EPDM- 
thickness 

[mm]

Screw 
drive / 
recess 
type

Sales 
quantity 

[pc]

Item 
number

Duplex coated carbon steel sandwich panel screw S-CD 53C

S-CD 53C 5.5x76 2 – 6 38 – 48 5.5 76 16 3 Hexagon 8 100 2025960

S-CD 53C 5.5x86 2 – 6 48 – 58 5.5 86 16 3 Hexagon 8 100 2025961

S-CD 53C 5.5x96 2 – 6 58 – 68 5.5 96 16 3 Hexagon 8 100 2025962

S-CD 53C 5.5x116 2 – 6 68 – 88 5.5 116 16 3 Hexagon 8 100 2025963

S-CD 53C 5.5x136 2 – 6 78 – 108 5.5 136 16 3 Hexagon 8 100 2025964

S-CD 53C 5.5x156 2 – 6 98 – 128 5.5 156 16 3 Hexagon 8 100 2025965

S-CD 53C 5.5x186 2 – 6 128 – 158 5.5 186 16 3 Hexagon 8 100 2025966

S-CD 53C 5.5x216 2 – 6 138 – 188 5.5 216 16 3 Hexagon 8 100 2025967

S-CD 53C 5.5x256 2 – 6 178 – 228 5.5 256 16 3 Hexagon 8 100 2025968

S-CD 53C 5.5x286 2 – 6 208 – 258 5.5 286 16 3 Hexagon 8 100 2025969

Reference:

•	 More information see approval ETA-13/0179
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3.5 Screws for sandwich applications

Ordering description Drilling 
capacity 
range (DC) 
[mm]

Thickness 
fastened 
range (MF) 
[mm]

Screw 
diameter 
(d)
[mm]

Screw 
length (L) 

[mm]

Washer 
size 

[mm]

EPDM- 
thickness 

[mm]

Screw 
drive / 
recess 
type

Sales 
quantity 

[pc]

Item 
number

Duplex coated carbon steel sandwich panel screw S-CD 63C

S-CD 63C 5.5x76 2 – 6 38 – 48 5.5 76 19 3 Hexagon 8 100 413344

S-CD 63C 5.5x86 2 – 6 48 – 58 5.5 86 19 3 Hexagon 8 100 413345

S-CD 63C 5.5x96 2 – 6 58 – 68 5.5 96 19 3 Hexagon 8 100 413346

S-CD 63C 5.5x116 2 – 6 68 – 88 5.5 116 19 3 Hexagon 8 100 413339

S-CD 63C 5.5x136 2 – 6 78 – 108 5.5 136 19 3 Hexagon 8 100 413340

S-CD 63C 5.5x156 2 – 6 98 – 128 5.5 156 19 3 Hexagon 8 100 413341

S-CD 63C 5.5x186 2 – 6 128 – 158 5.5 186 19 3 Hexagon 8 100 413342

S-CD 63C 5.5x216 2 – 6 138 – 188 5.5 216 19 3 Hexagon 8 100 413343

S-CD 63C 5.5x256 2 – 6 178 – 228 5.5 256 19 3 Hexagon 8 100 413347

S-CD 63C 5.5x286 2 – 6 208 – 258 5.5 286 19 3 Hexagon 8 100 413348

	� HEX head carbon steel self-drilling screws  
for light and medium steel substructure 

	 S-CD 53C / S-CD 63C (Ø 16 / Ø 19)

	� The self-drilling panel screws for fastening on light and medium base materials

Reference:

•	 More information see approval ETA-13/0179
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3.5 Screws for sandwich applications

Ordering description Drilling 
capacity 
range (DC)
[mm]

Thickness 
fastened 
range (MF) 
[mm]

Screw 
diameter 
(d)
[mm]

Screw 
length (L) 

[mm]

Washer 
size 

[mm]

EPDM-
thickness 

[mm]

Screw 
drive / 
recess 
type

Sales 
quantity

[pc]

Item 
number

Stainless steel (A2) sandwich panel screw S-CD 55GS

S-CD 55GS 5.5x88 4 – 15 25 – 46 5.5 88 16 3 Hexagon 8 100 2109048

S-CD 55GS 5.5x108 4 – 15 35 – 66 5.5 108 16 3 Hexagon 8 100 2109049

S-CD 55GS 5.5x128 4 – 15 55 – 86 5.5 128 16 3 Hexagon 8 100 2109050

S-CD 55GS 5.5x148 4 – 15 75 – 106 5.5 148 16 3 Hexagon 8 100 2109051

S-CD 55GS 5.5x168 4 – 15 95 – 126 5.5 168 16 3 Hexagon 8 100 2109052

S-CD 55GS 5.5x183 4 – 15 115 – 141 5.5 183 16 3 Hexagon 8 100 2109053

S-CD 55GS 5.5x198 4 – 15 130 – 156 5.5 198 16 3 Hexagon 8 100 2109054

S-CD 55GS 5.5x223 4 – 15 145 – 181 5.5 223 16 3 Hexagon 8 100 2109055

S-CD 55GS 5.5x248 4 – 15 170 – 206 5.5 248 16 3 Hexagon 8 100 2109056

Stainless steel (A2) sandwich panel screw S-CD 65GS

S-CD 65GS 5.5x88 4 – 15 25 – 46 5.5 88 19 3 Hexagon 8 100 2108776

S-CD 65GS 5.5x108 4 – 15 35 – 66 5.5 108 19 3 Hexagon 8 100 2108777

S-CD 65GS 5.5x128 4 – 15 55 – 86 5.5 128 19 3 Hexagon 8 100 2108778

S-CD 65GS 5.5x148 4 – 15 75 – 106 5.5 148 19 3 Hexagon 8 100 2108779

S-CD 65GS 5.5x168 4 – 15 95 – 126 5.5 168 19 3 Hexagon 8 100 2109040

S-CD 65GS 5.5x183 4 – 15 115 – 141 5.5 183 19 3 Hexagon 8 100 2109041

S-CD 65GS 5.5x198 4 – 15 130 – 156 5.5 198 19 3 Hexagon 8 100 2109042

S-CD 65GS 5.5x223 4 – 15 145 – 181 5.5 223 19 3 Hexagon 8 100 2109043

S-CD 65GS 5.5x248 4 – 15 170 – 206 5.5 248 19 3 Hexagon 8 100 2109044

Reference:

•	 More Information see approval ETA-13/0179

3.5.3	� HEX head stainless steel self-drilling screws  
for thick steel substructure with twisted drill tip

	 S-CD 55GS / S-CD 65GS / S-CD 75GS

	� The self-drilling sandwich panel screws for thick base materials
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3.5 Screws for sandwich applications

Ordering description Drilling 
capacity 
range (DC)
[mm]

Thickness 
fastened 
range (MF) 
[mm]

Screw 
diameter 
(d)
[mm]

Screw 
length (L) 

[mm]

Washer 
size 

[mm]

EPDM-
thickness 

[mm]

Screw 
drive / 
recess 
type

Sales 
quantity

[pc]

Item 
number

Stainless steel (A2) sandwich panel screw S-CD 75GS

S-CD 75GS 5.5x88 4 – 15 25 – 46 5.5 88 22 3 Hexagon 8 100 2109060

S-CD 75GS 5.5x108 4 – 15 35 – 66 5.5 108 22 3 Hexagon 8 100 2109061

S-CD 75GS 5.5x128 4 – 15 55 – 86 5.5 128 22 3 Hexagon 8 100 2109062

S-CD 75GS 5.5x148 4 – 15 75 – 106 5.5 148 22 3 Hexagon 8 100 2109063

S-CD 75GS 5.5x168 4 – 15 95 – 126 5.5 168 22 3 Hexagon 8 100 2109064

S-CD 75GS 5.5x183 4 – 15 115 – 141 5.5 183 22 3 Hexagon 8 100 2109065

S-CD 75GS 5.5x198 4 – 15 130 – 156 5.5 198 22 3 Hexagon 8 100 2109066

S-CD 75GS 5.5x223 4 – 15 145 – 181 5.5 223 22 3 Hexagon 8 100 2109067

S-CD 75GS 5.5x248 4 – 15 170 – 206 5.5 248 22 3 Hexagon 8 100 2109068

	� HEX head stainless steel self-drilling screws  
for thick steel substructure with twisted drill tip

	 S-CD 55GS / S-CD 65GS / S-CD 75GS

	� The self-drilling sandwich panel screws for thick base materials
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3.5 Screws for sandwich applications

3.5.4	� HEX head carbon steel self-drilling screws  
for thick steel substructure

	 S-CD 55C / S-CD 65C (Ø 16 / Ø 19)

	� The self-drilling sandwich panel screws for thick base materials

Ordering description Drilling 
capacity 
range (DC) 
[mm]

Thickness 
fastened 
range (MF) 
[mm]

Screw 
diameter 
(d) 
[mm]

Screw 
length (L) 

[mm]

Washer 
size 

[mm]

EPDM- 
thickness

[mm]

Screw 
drive / 
recess 
type

Sales 
quantity 

[pc]

Item 
number

Duplex-coated carbon steel sandwich panel screw S-CD 55C

S-CD 55C 5.5x108 3.5 – 15 58 – 68 5.5 108 16 3 Hexagon 8 100 2025476

S-CD 55C 5.5x128 3.5 – 15 68 – 88 5.5 128 16 3 Hexagon 8 100 2025477

S-CD 55C 5.5x148 3.5 – 15 78 – 108 5.5 148 16 3 Hexagon 8 100 2025478

S-CD 55C 5.5x168 3.5 – 15 98 – 128 5.5 168 16 3 Hexagon 8 100 2025479

S-CD 55C 5.5x198 3.5 – 15 128 – 158 5.5 198 16 3 Hexagon 8 100 2025950

S-CD 55C 5.5x228 3.5 – 15 138 – 188 5.5 228 16 3 Hexagon 8 100 2025951

S-CD 55C 5.5x268 3.5 – 15 178 – 228 5.5 268 16 3 Hexagon 8 100 2025952

S-CD 55C 5.5x298 3.5 – 15 208 – 258 5.5 298 16 3 Hexagon 8 100 2025953

Duplex-coated carbon steel sandwich panel screw S-CD 65C

S-CD 65C 5.5x108 3.5 – 15 58 – 68 5.5 108 19 3 Hexagon 8 100 414185

S-CD 65C 5.5x128 3.5 – 15 68 – 88 5.5 128 19 3 Hexagon 8 100 414186

S-CD 65C 5.5x148 3.5 – 15 78 – 108 5.5 148 19 3 Hexagon 8 100 414187

S-CD 65C 5.5x168 3.5 – 15 98 – 128 5.5 168 19 3 Hexagon 8 100 290389

S-CD 65C 5.5x198 3.5 – 15 128 – 158 5.5 198 19 3 Hexagon 8 100 290390

S-CD 65C 5.5x228 3.5 – 15 138 – 188 5.5 228 19 3 Hexagon 8 100 290391

S-CD 65C 5.5x268 3.5 – 15 178 – 228 5.5 268 19 3 Hexagon 8 100 290392

S-CD 65C 5.5x298 3.5 – 15 208 – 258 5.5 298 19 3 Hexagon 8 100 414289

Reference:

•	 More information see approval ETA-13/0179
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3.5 Screws for sandwich applications

3.5.5	� HEX head stainless steel self-drilling screws  
for wood base materials

	 �S-CDW 51S / S-CDW 61S / S-CDW 71S (Ø 16 / Ø 19 / Ø 22)

	� The self-drilling sandwich panel screw for fastening on wood base materials

Ordering description Minimum 
thickness 
of base 
material 
[mm]

Thickness 
fastened 
range (MF) 

[mm]

Screw 
diameter 
(d)

[mm]

Screw 
length (L)

[mm]

Washer 
size

[mm]

EPDM-
thickness 

[mm]

Screw 
drive / 
recess 
type

Sales 
quantity

[pc]

Item 
number

Stainless steel (A2) sandwich panel screw S-CDW 51S

S-CDW 51S 6.5x100 0.50 (Wood) 27 – 47 6.5 100 16 3 Hexagon 8 100 272531

S-CDW 51S 6.5x110 0.50 (Wood) 37 – 57 6.5 110 16 3 Hexagon 8 100 272532

S-CDW 51S 6.5x120 0.50 (Wood) 47 – 67 6.5 120 16 3 Hexagon 8 100 272533

S-CDW 51S 6.5x140 0.50 (Wood) 67 – 87 6.5 140 16 3 Hexagon 8 100 272534

S-CDW 51S 6.5x160 0.50 (Wood) 87 – 107 6.5 160 16 3 Hexagon 8 100 272535

S-CDW 51S 6.5x180 0.50 (Wood) 107 – 127 6.5 180 16 3 Hexagon 8 100 272536

S-CDW 51S 6.5x200 0.50 (Wood) 127 – 147 6.5 200 16 3 Hexagon 8 100 272537

S-CDW 51S 6.5x220 0.50 (Wood) 147 – 167 6.5 220 16 3 Hexagon 8 100 272538

S-CDW 51S 6.5x230 0.50 (Wood) 157 – 177 6.5 230 16 3 Hexagon 8 100 272539

Reference:

•	 More Information see approval ETA-13/0179
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3.5 Screws for sandwich applications

Ordering description Minimum 
thickness 
of base 
material 
[mm]

Thickness 
fastened 
range (MF) 

[mm]

Screw 
diameter 
(d)

[mm]

Screw 
length (L)

[mm]

Washer 
size

[mm]

EPDM-
thickness 

[mm]

Screw 
drive / 
recess 
type

Sales 
quantity

[pc]

Item 
number

Stainless steel (A2) sandwich panel screw S-CDW 61S

S-CDW 61S 6.5x100 0.50 (Wood) 27 – 47 6.5 100 19 3 Hexagon 8 100 375256

S-CDW 61S 6.5x110 0.50 (Wood) 37 – 57 6.5 110 19 3 Hexagon 8 100 375257

S-CDW 61S 6.5x120 0.50 (Wood) 47 – 67 6.5 120 19 3 Hexagon 8 100 375258

S-CDW 61S 6.5x140 0.50 (Wood) 67 – 87 6.5 140 19 3 Hexagon 8 100 375259

S-CDW 61S 6.5x160 0.50 (Wood) 87 – 107 6.5 160 19 3 Hexagon 8 100 375260

S-CDW 61S 6.5x180 0.50 (Wood) 107 – 127 6.5 180 19 3 Hexagon 8 100 375261

S-CDW 61S 6.5x200 0.50 (Wood) 127 – 147 6.5 200 19 3 Hexagon 8 100 284540

S-CDW 61S 6.5x220 0.50 (Wood) 147 – 167 6.5 220 19 3 Hexagon 8 100 284541

S-CDW 61S 6.5x230 0.50 (Wood) 157 – 177 6.5 230 19 3 Hexagon 8 100 284597

Stainless steel (A2) sandwich panel screw S-CDW 71S

S-CDW 71S 6.5x100 0.50 (Wood) 27 – 47 6.5 100 22 3 Hexagon 8 100 285658

S-CDW 71S 6.5x110 0.50 (Wood) 37 – 57 6.5 110 22 3 Hexagon 8 100 285659

S-CDW 71S 6.5x120 0.50 (Wood) 47 – 67 6.5 120 22 3 Hexagon 8 100 285660

S-CDW 71S 6.5x140 0.50 (Wood) 67 – 87 6.5 140 22 3 Hexagon 8 100 285661

S-CDW 71S 6.5x160 0.50 (Wood) 87 – 107 6.5 160 22 3 Hexagon 8 100 285662

S-CDW 71S 6.5x180 0.50 (Wood) 107 – 127 6.5 180 22 3 Hexagon 8 100 285663

S-CDW 71S 6.5x200 0.50 (Wood) 127 – 147 6.5 200 22 3 Hexagon 8 100 285664

S-CDW 71S 6.5x220 0.50 (Wood) 147 – 167 6.5 220 22 3 Hexagon 8 100 285665

S-CDW 71S 6.5x230 0.50 (Wood) 157 – 177 6.5 230 22 3 Hexagon 8 100 285666

	� HEX head stainless steel self-drilling screws  
for wood base materials

	 �S-CDW 51S / S-CDW 61S / S-CDW 71S (Ø 16 / Ø 19 / Ø 22)

	� The self-drilling sandwich panel screw for fastening on wood base materials

Reference:

•	 More Information see approval ETA-13/0179
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3.5 Screws for sandwich applications

3.5.6	� HEX head carbon steel self-drilling screws  
for wood base materials 

	 S-CDW 61C

	� The sandwich panel screw for fastening on wood base materials

Ordering description Minimum 
thickness 
of base 
material 
[mm]

Thickness 
fastened 
range (MF) 

[mm]

Screw 
diameter 
(d) 

[mm]

Screw 
length (L) 

[mm]

Washer 
size 

[mm]

EPDM-
thickness 

[mm]

Screw 
drive / 
recess 
type

Sales 
quantity 

[pc]

Item 
number

Duplex coated sandwich panel screw S-CDW 61C

S-CDW 61C 6.5x100 0.4 – 2 27 – 47 6.5 100 19 3 Hexagon 8 100 206981

S-CDW 61C 6.5x120 0.4 – 2 47 – 67 6.5 120 19 3 Hexagon 8 100 206983

S-CDW 61C 6.5x140 0.4 – 2 67 – 87 6.5 140 19 3 Hexagon 8 100 206984

S-CDW 61C 6.5x160 0.4 – 2 87 – 107 6.5 160 19 3 Hexagon 8 100 206985

S-CDW 61C 6.5x180 0.4 – 2 107 – 127 6.5 180 19 3 Hexagon 8 100 206986

S-CDW 61C 6.5x200 0.4 – 2 127 – 147 6.5 200 19 3 Hexagon 8 100 206987

S-CDW 61C 6.5x220 0.4 – 2 147 – 167 6.5 220 19 3 Hexagon 8 100 206988

S-CDW 61C 6.5x230 0.4 – 2 157 – 177 6.5 230 19 3 Hexagon 8 100 206989
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3.6 Structural self-tapping screws

3.6	 Structural self-tapping screws

3.6.1	 Stainless steel self-tapping screws for thick base materials

	 S-MP 52S / S-MP 62S / S-MP 72S

	� The universal monobloc self-tapping screw for thick base materials

Ordering description Minimum 
thickness 
of base 
material 
[mm]

Thickness 
fastened 
range (MF) 
steel
[mm]

Screw 
diameter 
(d)

[mm]

Screw 
length (L)

[mm]

Washer 
size

[mm]

EPDM-
thickness

[mm]

Screw 
drive / 
recess 
type

Sales 
quantity

[pc]

Item 
number

Stainless steel (A2) self-tapping screw S-MP 52S

S-MP 52S 6.3x50 1.25 (Steel) 26 – 37 6.3 50 16 3 Hexagon 8 200 2125104

S-MP 52S 6.3x64 1.25 (Steel) 40 – 51 6.3 64 16 3 Hexagon 8 100 2125105

S-MP 52S 6.3x75 1.25 (Steel) 51 – 62 6.3 75 16 3 Hexagon 8 100 2125106

S-MP 52S 6.3x82 1.25 (Steel) 58 – 69 6.3 82 16 3 Hexagon 8 100 2125107

S-MP 52S 6.3x92 1.25 (Steel) 68 – 79 6.3 92 16 3 Hexagon 8 100 2125108

S-MP 52S 6.3x102 1.25 (Steel) 78 – 89 6.3 102 16 3 Hexagon 8 100 2125109

S-MP 52S 6.3x115 1.25 (Steel) 91 – 102 6.3 115 16 3 Hexagon 8 100 2125150

S-MP 52S 6.3x125 1.25 (Steel) 101 – 112 6.3 125 16 3 Hexagon 8 100 2125151

S-MP 52S 6.3x135 1.25 (Steel) 111 – 122 6.3 135 16 3 Hexagon 8 100 2125152

S-MP 52S 6.3x142 1.25 (Steel) 118 – 129 6.3 142 16 3 Hexagon 8 100 2125153

S-MP 52S 6.3x152 1.25 (Steel) 128 – 139 6.3 152 16 3 Hexagon 8 100 2125154

S-MP 52S 6.3x162 1.25 (Steel) 138 – 149 6.3 162 16 3 Hexagon 8 100 2125155

S-MP 52S 6.3x167 1.25 (Steel) 143 – 154 6.3 167 16 3 Hexagon 8 100 2126596

S-MP 52S 6.3x175 1.25 (Steel) 151 – 162 6.3 175 16 3 Hexagon 8 100 2125156

S-MP 52S 6.3x190 1.25 (Steel) 166 – 177 6.3 190 16 3 Hexagon 8 100 2125157

S-MP 52S 6.3x200 1.25 (Steel) 176 – 187 6.3 200 16 3 Hexagon 8 100 2125158
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3.6 Structural self-tapping screws

Ordering description Minimum 
thickness 
of base 
material 
[mm]

Thickness 
fastened 
range (MF) 
steel
[mm]

Screw 
diameter 
(d)

[mm]

Screw 
length (L)

[mm]

Washer 
size

[mm]

EPDM-
thickness

[mm]

Screw 
drive / 
recess 
type

Sales 
quantity

[pc]

Item 
number

Stainless steel (A2) self-tapping screw S-MP 62S

S-MP 62S 6.3x50 1.25 (Steel) 26 – 37 6.3 50 19 3 Hexagon 8 200 2125159

S-MP 62S 6.3x64 1.25 (Steel) 40 – 51 6.3 64 19 3 Hexagon 8 100 2125160

S-MP 62S 6.3x75 1.25 (Steel) 51 – 62 6.3 75 19 3 Hexagon 8 100 2125161

S-MP 62S 6.3x82 1.25 (Steel) 58 – 69 6.3 82 19 3 Hexagon 8 100 2125162

S-MP 62S 6.3x92 1.25 (Steel) 68 – 79 6.3 92 19 3 Hexagon 8 100 2125163

S-MP 62S 6.3x102 1.25 (Steel) 78 – 89 6.3 102 19 3 Hexagon 8 100 2125164

S-MP 62S 6.3x115 1.25 (Steel) 91 – 102 6.3 115 19 3 Hexagon 8 100 2125165

S-MP 62S 6.3x125 1.25 (Steel) 101 – 112 6.3 125 19 3 Hexagon 8 100 2125166

S-MP 62S 6.3x135 1.25 (Steel) 111 – 122 6.3 135 19 3 Hexagon 8 100 2125167

S-MP 62S 6.3x142 1.25 (Steel) 118 – 129 6.3 142 19 3 Hexagon 8 100 2125168

S-MP 62S 6.3x152 1.25 (Steel) 128 – 139 6.3 152 19 3 Hexagon 8 100 2125169

S-MP 62S 6.3x162 1.25 (Steel) 138 – 149 6.3 162 19 3 Hexagon 8 100 2125170

S-MP 62S 6.3x167 1.25 (Steel) 143 – 154 6.3 167 19 3 Hexagon 8 100 2126597

S-MP 62S 6.3x175 1.25 (Steel) 151 – 162 6.3 175 19 3 Hexagon 8 100 2125171

S-MP 62S 6.3x190 1.25 (Steel) 166 – 177 6.3 190 19 3 Hexagon 8 100 2125172

S-MP 62S 6.3x200 1.25 (Steel) 176 – 187 6.3 200 19 3 Hexagon 8 100 2125173

Stainless steel (A2) self-tapping screw S-MP 72S

S-MP 72S 6.3x50 1.25 (Steel) 26 – 37 6.3 50 22 3 Hexagon 8 200 2125174

S-MP 72S 6.3x64 1.25 (Steel) 40 – 51 6.3 64 22 3 Hexagon 8 100 2125175

S-MP 72S 6.3x75 1.25 (Steel) 51 – 62 6.3 75 22 3 Hexagon 8 100 2125176

S-MP 72S 6.3x82 1.25 (Steel) 58 – 69 6.3 82 22 3 Hexagon 8 100 2125177

S-MP 72S 6.3x92 1.25 (Steel) 68 – 79 6.3 92 22 3 Hexagon 8 100 2125178

S-MP 72S 6.3x102 1.25 (Steel) 78 – 89 6.3 102 22 3 Hexagon 8 100 2125179

S-MP 72S 6.3x115 1.25 (Steel) 91 – 102 6.3 115 22 3 Hexagon 8 100 2125180

S-MP 72S 6.3x125 1.25 (Steel) 101 – 112 6.3 125 22 3 Hexagon 8 100 2125181

S-MP 72S 6.3x135 1.25 (Steel) 111 – 122 6.3 135 22 3 Hexagon 8 100 2125182

S-MP 72S 6.3x142 1.25 (Steel) 118 – 129 6.3 142 22 3 Hexagon 8 100 2125183

S-MP 72S 6.3x152 1.25 (Steel) 128 – 139 6.3 152 22 3 Hexagon 8 100 2125184

S-MP 72S 6.3x162 1.25 (Steel) 138 – 149 6.3 162 22 3 Hexagon 8 100 2125185

S-MP 72S 6.3x167 1.25 (Steel) 143 – 154 6.3 167 22 3 Hexagon 8 100 2126598

S-MP 72S 6.3x175 1.25 (Steel) 151 – 162 6.3 175 22 3 Hexagon 8 100 2125186

S-MP 72S 6.3x190 1.25 (Steel) 166 – 177 6.3 190 22 3 Hexagon 8 100 2125187

S-MP 72S 6.3x200 1.25 (Steel) 176 – 187 6.3 200 22 3 Hexagon 8 100 2125188

Reference:

•	 More information see approval ETA-13/0179 and ETA-18/0880

Recommended pre-drill diameter for tII 

tII/mm 
(Steel)

Pre-drill-Ø
[mm]

1.25 – 1.5 5.0

1.6 – 4.0 5.3

4.1 – 6.9 5.5

≥ 7.0 5.7

	 Stainless steel self-tapping screws for thick base materials

	 S-MP 52S / S-MP 62S / S-MP 72S

	� The universal monobloc self-tapping screw for thick base materials
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3.6 Structural self-tapping screws

3.6.2	 Stainless steel self-tapping screws for thick base materials

	 S-MP 54S / S-MP 64S / S-MP 74S

	 The universal bi-metal self-tapping screw for thick base materials

Ordering description Minimum 
thickness 
of base 
material
[mm]

Thickness 
fastened 
range (MF) 

[mm]

Screw 
diameter 
(d) 

[mm]

Screw 
length (L) 

[mm]

Washer 
size

 
[mm]

EPDM-
thickness 

[mm]

Screw 
drive / 
recess 
type

Sales 
quantity 

[pc]

Item 
number

Stainless steel (A2) self-tapping screw S-MP 54S

S-MP 54S 6.3x22 1.25 (Steel) 1.9 – 9 6.3 22 16 3 Hexagon 8 500 244214

S-MP 54S 6.3x25 1.25 (Steel) 1.9 – 12 6.3 25 16 3 Hexagon 8 500 283199

S-MP 54S 6.3x32 1.25 (Steel) 1.9 – 19 6.3 32 16 3 Hexagon 8 250 283200

S-MP 54S 6.3x38 1.25 (Steel) 1.9 – 25 6.3 38 16 3 Hexagon 8 250 283201

S-MP 54S 6.3x50 1.25 (Steel) 1.9 – 37 6.3 50 16 3 Hexagon 8 250 283202

S-MP 54S 6.3x63 1.25 (Steel) 1.9 – 50 6.3 63 16 3 Hexagon 8 100 283203

S-MP 54S 6.3x75 1.25 (Steel) 1.9 – 62 6.3 75 16 3 Hexagon 8 100 283204

S-MP 54S 6.3x88 1.25 (Steel) 1.9 – 75 6.3 88 16 3 Hexagon 8 100 283205

S-MP 54S 6.3x100 1.25 (Steel) 1.9 – 87 6.3 100 16 3 Hexagon 8 100 283206

S-MP 54S 6.3x125 1.25 (Steel) 1.9 – 112 6.3 125 16 3 Hexagon 8 100 283341

S-MP 54S 6.3x150 1.25 (Steel) 1.9 – 138 6.3 150 16 3 Hexagon 8 100 283536

S-MP 54S 6.3x175 1.25 (Steel) 1.9 – 162 6.3 175 16 3 Hexagon 8 100 283537

S-MP 54S 6.3x200 1.25 (Steel) 1.9 – 187 6.3 200 16 3 Hexagon 8 100 403179

S-MP 54S 6.3x225 1.25 (Steel) 1.9 – 212 6.3 225 16 3 Hexagon 8 100 403180

S-MP 54S 6.3x250 1.25 (Steel) 1.9 – 237 6.3 250 16 3 Hexagon 8 100 403181

S-MP 54S 6.3x275 1.25 (Steel) 1.9 – 262 6.3 275 16 3 Hexagon 8 100 403182

Reference:

•	 More information see approval ETA-13/0179 and ETA-18/0880
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3.6 Structural self-tapping screws

	 Stainless steel self-tapping screws for thick base materials

	 S-MP 54S / S-MP 64S / S-MP 74S

	 The universal bi-metal self-tapping screw for thick base materials

Ordering description Minimum 
thickness 
of base 
material
[mm]

Thickness 
fastened 
range (MF) 

[mm]

Screw 
diameter 
(d) 

[mm]

Screw 
length (L) 

[mm]

Washer 
size

 
[mm]

EPDM-
thickness 

[mm]

Screw 
drive / 
recess 
type

Sales 
quantity 

[pc]

Item 
number

Stainless steel (A2) self-tapping screw S-MP 64S

S-MP 64S 6.3x22 1.25 (Steel) 1.9 – 9 6.3 22 19 3 Hexagon 8 500 283538

S-MP 64S 6.3x25 1.25 (Steel) 1.9 – 12 6.3 25 19 3 Hexagon 8 500 283540

S-MP 64S 6.3x32 1.25 (Steel) 1.9 – 19 6.3 32 19 3 Hexagon 8 250 283541

S-MP 64S 6.3x38 1.25 (Steel) 1.9 – 25 6.3 38 19 3 Hexagon 8 250 283542

S-MP 64S 6.3x50 1.25 (Steel) 1.9 – 37 6.3 50 19 3 Hexagon 8 250 283544

S-MP 64S 6.3x63 1.25 (Steel) 1.9 – 50 6.3 63 19 3 Hexagon 8 100 283545

S-MP 64S 6.3x75 1.25 (Steel) 1.9 – 62 6.3 75 19 3 Hexagon 8 100 283546

S-MP 64S 6.3x88 1.25 (Steel) 1.9 – 75 6.3 88 19 3 Hexagon 8 100 283547

S-MP 64S 6.3x100 1.25 (Steel) 1.9 – 87 6.3 100 19 3 Hexagon 8 100 283552

S-MP 64S 6.3x125 1.25 (Steel) 1.9 – 112 6.3 125 19 3 Hexagon 8 100 283553

S-MP 64S 6.3x150 1.25 (Steel) 1.9 – 138 6.3 150 19 3 Hexagon 8 100 283554

S-MP 64S 6.3x175 1.25 (Steel) 1.9 – 162 6.3 175 19 3 Hexagon 8 100 283555

S-MP 64S 6.3x200 1.25 (Steel) 1.9 – 187 6.3 200 19 3 Hexagon 8 100 403183

S-MP 64S 6.3x225 1.25 (Steel) 1.9 – 212 6.3 225 19 3 Hexagon 8 100 403184

S-MP 64S 6.3x250 1.25 (Steel) 1.9 – 237 6.3 250 19 3 Hexagon 8 100 403185

S-MP 64S 6.3x275 1.25 (Steel) 1.9 – 262 6.3 275 19 3 Hexagon 8 100 403186

Stainless steel (A2) self-tapping screw S-MP 74S

S-MP 74S 6.3x22 1.25 (Steel) 1.9 – 9 6.3 22 22 3 Hexagon 8 500 283556

S-MP 74S 6.3x25 1.25 (Steel) 1.9 – 12 6.3 25 22 3 Hexagon 8 500 283557

S-MP 74S 6.3x32 1.25 (Steel) 1.9 – 19 6.3 32 22 3 Hexagon 8 250 283558

S-MP 74S 6.3x38 1.25 (Steel) 1.9 – 25 6.3 38 22 3 Hexagon 8 250 283559

S-MP 74S 6.3x50 1.25 (Steel) 1.9 – 37 6.3 50 22 3 Hexagon 8 250 283560

S-MP 74S 6.3x63 1.25 (Steel) 1.9 – 50 6.3 63 22 3 Hexagon 8 100 283561

S-MP 74S 6.3x75 1.25 (Steel) 1.9 – 62 6.3 75 22 3 Hexagon 8 100 283562

S-MP 74S 6.3x88 1.25 (Steel) 1.9 – 75 6.3 88 22 3 Hexagon 8 100 283563

S-MP 74S 6.3x100 1.25 (Steel) 1.9 – 87 6.3 100 22 3 Hexagon 8 100 283564

S-MP 74S 6.3x125 1.25 (Steel) 1.9 – 112 6.3 125 22 3 Hexagon 8 100 283565

S-MP 74S 6.3x150 1.25 (Steel) 1.9 – 138 6.3 150 22 3 Hexagon 8 100 283623

S-MP 74S 6.3x175 1.25 (Steel) 1.9 – 162 6.3 175 22 3 Hexagon 8 100 283624

S-MP 74S 6.3x200 1.25 (Steel) 1.9 – 187 6.3 200 22 3 Hexagon 8 100 403187

S-MP 74S 6.3x225 1.25 (Steel) 1.9 – 212 6.3 225 22 3 Hexagon 8 100 403188

S-MP 74S 6.3x250 1.25 (Steel) 1.9 – 237 6.3 250 22 3 Hexagon 8 100 403189

S-MP 74S 6.3x275 1.25 (Steel) 1.9 – 262 6.3 275 22 3 Hexagon 8 100 403190

Reference:

•	 More information see approval ETA-13/0179 and ETA-18/0880

Recommended pre-drill diameter for tII 

tII/mm 
(Steel)

Pre-drill-Ø
[mm]

≤ 1.5 5.0

1.5 – 4.0 5.3

4.1 – 7.0 5.5

≥ 7.0 5.7
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3.6 Structural self-tapping screws

Recommended pre-drill diameter for tII 

tII/mm 
(Steel)

Pre-drill-Ø
[mm]

1.25 – 1.5 5.0

1.6 – 4.0 5.3

4.1 – 6.9 5.5

≥ 7.0 5.7

3.6.3	� Zinc-plated carbon steel self-tapping screws  
for thick base materials

	 S-MP 52Z

	� The universal self-tapping screw for thick base materials

Ordering description Minimum 
thickness 
of base 
material
[mm] 

Thickness 
fastened 
(MF)

[mm] 

Screw 
diameter 
(d)

[mm]

Screw 
length (L)

[mm]

Washer 
size

[mm]

EPDM-
thickness

[mm]

Screw  
drive / 
recess type

Sales 
quantity

[pc]

Item 
number

Zinc-plated carbon steel self-tapping screws for thick base materials

S-MP 52Z 6.3x19 1.25 (Steel) 1.9 – 10 6.3 19 16 3 Hexagon 3/8 500 375279

S-MP 52Z 6.3x25 1.25 (Steel) 1.9 – 16 6.3 25 16 3 Hexagon 3/8 500 375280

S-MP 52Z 6.3x32 1.25 (Steel) 1.9 – 23 6.3 32 16 3 Hexagon 3/8 250 375281

S-MP 52Z 6.3x38 1.25 (Steel) 1.9 – 29 6.3 38 16 3 Hexagon 3/8 250 375282

S-MP 52Z 6.3x50 1.25 (Steel) 1.9 – 41 6.3 50 16 3 Hexagon 3/8 250 375283

S-MP 52Z 6.3x63 1.25 (Steel) 1.9 – 54 6.3 63 16 3 Hexagon 3/8 100 375284

S-MP 52Z 6.3x75 1.25 (Steel) 1.9 – 66 6.3 75 16 3 Hexagon 3/8 100 375285

S-MP 52Z 6.3x88 1.25 (Steel) 1.9 – 79 6.3 88 16 3 Hexagon 3/8 100 375286

S-MP 52Z 6.3x100 1.25 (Steel) 1.9 – 91 6.3 100 16 3 Hexagon 3/8 100 375278

Reference: max steel thickness 12 mm
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3.6 Structural self-tapping screws

3.6.4	 Stainless steel self-tapping screws for thin materials and wood

	 S-MP 53S / S-MP 63S / S-MP 73S

	� The universal self-tapping screw for thin materials and wood

Ordering description Minimum thickness of 
base material 

[mm]

Thickness 
fastened 
range (MF) 
[mm]

Screw 
diameter 
(d)
[mm]

Screw 
length (L)

[mm]

Washer 
size

[mm]

EPDM-
thickness

[mm]

Screw 
drive / 
recess 
type

Sales 
quantity 

[pc]

Item 
number

Stainless steel (A2) self-tapping screw S-MP 53S

S-MP 53S 6.5x19 0.63 (Steel) 
0.5 (Aluminum)

1.2 – 8 6.5 19 16 3 Hexagon 8 500 80448

S-MP 53S 6.5x25 0.63 (Steel) 
0.5 (Aluminum)

1.2 – 14 6.5 25 16 3 Hexagon 8 500 80362

S-MP 53S 6.5x32 0.63 (Steel) 
0.5 (Aluminum)

1.2 – 21 6.5 32 16 3 Hexagon 8 250 80450

S-MP 53S 6.5x38 26 (Wood) 1.2 – 27 6.5 38 16 3 Hexagon 8 250 80451

S-MP 53S 6.5x50 26 (Wood) 1.2 – 39 6.5 50 16 3 Hexagon 8 250 80337

S-MP 53S 6.5x63 26 (Wood) 1.2 – 52 6.5 63 16 3 Hexagon 8 100 85332

S-MP 53S 6.5x75 26 (Wood) 1.2 – 64 6.5 75 16 3 Hexagon 8 100 224558

S-MP 53S 6.5x88 26 (Wood) 1.2 – 77 6.5 88 16 3 Hexagon 8 100 85334

S-MP 53S 6.5x100 26 (Wood) 1.2 – 89 6.5 100 16 3 Hexagon 8 100 85335

S-MP 53S 6.5x125 26 (Wood) 1.2 – 114 6.5 125 16 3 Hexagon 8 100 219093

S-MP 53S 6.5x150 26 (Wood) 1.2 – 139 6.5 150 16 3 Hexagon 8 100 219094

S-MP 53S 6.5x175 26 (Wood) 1.2 – 164 6.5 175 16 3 Hexagon 8 100 224559

Reference:

•	 More information see approval ETA-18/0880
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3.6 Structural self-tapping screws

	 Stainless steel self-tapping screws for thin materials and wood

	 S-MP 53S / S-MP 63S / S-MP 73S

	� The universal self-tapping screw for thin materials and wood

Recommended pre-drill diameter for tII 

tII/mm 
(Steel)

Pre-drill-Ø 
[mm]

Pre-drill-Ø Wood 
[mm]:

≤ 0.75 4.0 4.5

0.75 – 1.50 4.5 4.5

≥ 1.50 5.0 4.5

Ordering description Minimum thickness of 
base material 

[mm]

Thickness 
fastened 
range (MF) 
[mm]

Screw 
diameter 
(d)
[mm]

Screw 
length (L)

[mm]

Washer 
size

[mm]

EPDM-
thickness

[mm]

Screw 
drive / 
recess 
type

Sales 
quantity 

[pc]

Item 
number

Stainless steel (A2) self-tapping screw S-MP 63S

S-MP 63S 6.5x19 0.63 (Steel) 
0.5 (Aluminum)

1.2 – 8 6.5 19 19 3 Hexagon 8 500 285217

S-MP 63S 6.5x25 0.63 (Steel) 
0.5 (Aluminum)

1.2 – 14 6.5 25 19 3 Hexagon 8 500 285218

S-MP 63S 6.5x32 0.63 (Steel) 
0.5 (Aluminum)

1.2 – 21 6.5 32 19 3 Hexagon 8 250 285219

S-MP 63S 6.5x38 26 (Wood) 1.2 – 27 6.5 38 19 3 Hexagon 8 250 285220

S-MP 63S 6.5x50 26 (Wood) 1.2 – 39 6.5 50 19 3 Hexagon 8 250 285221

S-MP 63S 6.5x63 26 (Wood) 1.2 – 52 6.5 63 19 3 Hexagon 8 250 285222

S-MP 63S 6.5x75 26 (Wood) 1.2 – 64 6.5 75 19 3 Hexagon 8 100 285223

S-MP 63S 6.5x88 26 (Wood) 1.2 – 77 6.5 88 19 3 Hexagon 8 100 285224

S-MP 63S 6.5x100 26 (Wood) 1.2 – 89 6.5 100 19 3 Hexagon 8 100 285225

S-MP 63S 6.5x125 26 (Wood) 1.2 – 114 6.5 125 19 3 Hexagon 8 100 285226

S-MP 63S 6.5x150 26 (Wood) 1.2 – 139 6.5 150 19 3 Hexagon 8 100 285227

S-MP 63S 6.5x175 26 (Wood) 1.2 – 164 6.5 175 19 3 Hexagon 8 100 285228

Stainless steel (A2) self-tapping screw S-MP 73S

S-MP 73S 6.5x19 0.63 (Steel) 
0.5 (Aluminum)

1.2 – 8 6.5 19 22 3 Hexagon 8 500 285205

S-MP 73S 6.5x25 0.63 (Steel) 
0.5 (Aluminum)

1.2 – 14 6.5 25 22 3 Hexagon 8 500 285206

S-MP 73S 6.5x32 0.63 (Steel) 
0.5 (Aluminum)

1.2 – 21 6.5 32 22 3 Hexagon 8 250 285207

S-MP 73S 6.5x38 26 (Wood) 1.2 – 27 6.5 38 22 3 Hexagon 8 250 285208

S-MP 73S 6.5x50 26 (Wood) 1.2 – 39 6.5 50 22 3 Hexagon 8 250 285209

S-MP 73S 6.5x63 26 (Wood) 1.2 – 52 6.5 63 22 3 Hexagon 8 100 285210

S-MP 73S 6.5x75 26 (Wood) 1.2 – 64 6.5 75 22 3 Hexagon 8 100 285211

S-MP 73S 6.5x88 26 (Wood) 1.2 – 77 6.5 88 22 3 Hexagon 8 100 285212

S-MP 73S 6.5x100 26 (Wood) 1.2 – 89 6.5 100 22 3 Hexagon 8 100 285213

S-MP 73S 6.5x125 26 (Wood) 1.2 – 114 6.5 125 22 3 Hexagon 8 100 285214

S-MP 73S 6.5x150 26 (Wood) 1.2 – 139 6.5 150 22 3 Hexagon 8 100 285215

S-MP 73S 6.5x175 26 (Wood) 1.2 – 164 6.5 175 22 3 Hexagon 8 100 285216

Reference: max steel thickness 3 mm

Reference:

•	 More information see approval ETA-18/0880
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3.6 Structural self-tapping screws

3.6.5	 Zinc-plated carbon steel self-tapping screws for thin materials and wood

	 S-MP 53Z
	
	� The universal self-tapping screw for thin materials and wood

Ordering description Minimum 
thickness 
of base 
material 
[mm]

Thickness 
fastened 
range (MF)

[mm]

Screw 
diameter 
(d)

[mm]

Screw 
length (L)

[mm]

Washer 
size 

[mm]

EPDM-
thickness

[mm]

Screw 
drive /  
recess 
type

Sales 
quantity 

[pc]

Item 
number

Zinc-plated carbon steel self-tapping screw S-MP 53Z

S-MP 53Z 6.5x19 1.2 – 8 6.5 19 16 2 Hexagon 8 500 375288

S-MP 53Z 6.5x25 1.2 – 14 6.5 25 16 2 Hexagon 8 500 375289

S-MP 53Z 6.5x32 1.2 – 21 6.5 32 16 2 Hexagon 8 250 375290

S-MP 53Z 6.5x38 26 (Wood) 1.2 – 27 6.5 38 16 2 Hexagon 8 250 375291

S-MP 53Z 6.5x50 26 (Wood) 1.2 – 39 6.5 50 16 2 Hexagon 8 250 375292

S-MP 53Z 6.5x63 26 (Wood) 1.2 – 52 6.5 63 16 2 Hexagon 8 100 375293

S-MP 53Z 6.5x100 26 (Wood) 1.2 – 89 6.5 100 16 2 Hexagon 8 100 375287

Reference: max steel thickness 3 mm

Recommended pre-drill diameter for tII 

tII/mm 
(Steel)

Pre-drill-Ø
[mm]

Pre-drill-Ø wood
[mm]

0.5 – 0.63 3.5 4.0

0.7 – 0.75 4.0 4.0

0.8 – 1.3 4.5 4.0

1.4 – 3.0 5.0 4.0
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3.7 Non-structural Steel / Metal screws for HVAC applications

Ordering description Drilling 
capacity 
range (DC) 
[mm]

Thickness 
fastened 
range (MF)
[mm]

Screw 
diameter 
(d)
[mm]

Screw 
length (L)

[mm]

Screw 
drive /
recess 
type

Sales 
quantity

[pc]

Item 
number

Zinc-plated carbon steel self-stitching screws

S-MS 01Z 4.0x13 HEX 0.63 – 2 0.63 – 1 4 13 Hexagon 7 750 406471

S-MS 01Z 4.0x13 HEX 0.63 – 2 0.63 – 1 4 13 1/4" 1'000 434027

S-MS 01Z 4.0x13 HEX 0.63 – 2 0.63 – 1 4 13 Hexagon 7 2'500 416184

S-MS 01Z 4.0x13 TX 0.63 – 2 0.63 – 1 4 13 TX 20 1'000 406472

S-MS 01Z 4.0x13 SQ 0.63 – 2 0.63 – 1 4 13 SQ 2 1'000 406473

Zinc-plated carbon steel self-drilling HEX head screw

S-MD 01Z 4.2x16 1.2 – 2.5 1.2 – 7.5 4.2 16 Hexagon 7 1'000 10405

Reference:

•	S-MS 01Z 4.0x13 screws are not covered by any certificate of usability (e.g. ETA or abZ). They are intended to be used for non-structural application, 
such as HVAC.

•	 More information about the S-MD 01Z see approval ETA-10/0182

3.7	 Non-structural Steel/Metal screws for HVAC applications

	 S-MD 01Z / S-MS 01Z
	� Self-drilling screws for HVAC sheet metal applications
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	 (S-MD, S-MP)
4.4.10	 Sealing washer for screws S-MS� 97
4.4.11	 Sealing washer for screws panel � 97
	 (S-CD / S-CDW)
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4.1 Direct fastening accessories

4.1	 Direct fastening accessories

4.1.1	� Siding and decking nail X-ENP for fastening metal sheets 
to thick steel substructures

	� High performance nail for fastening metal sheets to thick steel substructures  
(≥ 6 mm to full steel)

X-ENP Nail for the DX 76 and DX 76 PTR

Ordering description Minimum 
thickness 
of base 
material 
[mm]

Nail 
diameter  
(d) 

[mm]

Nail 
length (l)

[mm]

Washer 
size 

[mm]

Washer 
type

Sales 
Quantity 

[pc]

Item 
Number

Sheet metal nail X-ENP-19 L15 6 4.5 24 15 15  
(Steel dome 
double 
Washer)

100 283506

X-ENP Nail, collated for the DX 76 and DX 76 PTR

Ordering description Minimum 
thickness 
of base 
material 
[mm]

Nail 
diameter  
(d) 

[mm]

Nail 
length (l)

[mm]

Washer 
size 

[mm]

Washer 
type

Sales 
Quantity 

[pc]

Item 
Number

Sheet metal nail X-ENP-19 L15 MX 6 4.5 24 15 15  
(Steel dome 
double
Washer)

1'000 283507

X-ENP Nail, collated for the DX-860 and DX-9

Ordering description Minimum 
thickness 
of base 
material 
[mm]

Nail 
diameter  
(d) 

[mm]

Nail 
length (l)

[mm]

Washer 
size 

[mm]

Washer 
type

Sales 
Quantity 

[pc]

Item 
Number

Sheet metal nail X-ENP-19 L15 MXR 6 4.5 24 15 15  
(Steel dome 
double
Washer)

1'000 283508

Reference:

•	 More informationen see approval ETA-04/0101
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4.1 Direct fastening accessories

4.1.2	 Sealing cap for X-ENP 

	 SDK2 / PDK2 
	
	� Perfect optics of fastening point, watertight sealing as well with elongated hole. Easy usage with setting tool and 

hammer. Fits for X-ENP-19 L15 (MX)

Ordering description Material Nail 
diameter 
(d)
[mm]

Sales 
Quantity 

[pc]

Item 
Number

Sealing cap PDK2 Polyethylen 22.5 500 52709

Sealing cap SDK2 Stainless steel  
(DIN 1.4404 ASTM 316)

22.5 100 52708

neoprene

	 Setting tool for sealing caps 

	 SDK2 / PDK2

Ordering description Sales 
Quantity 
[pc]

Item 
Number

Setting tool PDK2 1 59301

Setting tool SDK2 1 59300
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4.1 Direct fastening accessories

4.1.3	� Sheet metal nail X-ENP2K for fastening sheet metal  
and thin purlins

	 Fastening sheet metal and thin purlins from 3 mm to 6 mm thickness

X-ENP2K Nail for the DX 76 PTR 

Ordering description Minimum 
thickness 
of base 
material 
[mm]

Nail 
diameter 
(d)

[mm]

Nail  
length (l)

[mm]

Washer 
size 

[mm]

Washer 
type 

Sales 
quantity 

[pc]

Item 
number

Sheet metal nail X-ENP2K-20 L15 3 3.7 22.5 15 15 (Steel 
dome 
double 
Washer)

100 385133

X-ENP2K Nail, collated for the DX 76 PTR

Ordering description Minimum 
thickness 
of base 
material 
[mm]

Nail 
diameter 
(d)

[mm]

Nail  
length (l)

[mm]

Washer 
size 

[mm]

Washer 
type 

Sales 
quantity 

[pc]

Item 
number

Sheet metal nail X-ENP2K-20 L15 MX 3 3.7 25.5 15 15 (Steel 
dome 
double 
Washer)

1'000 385134

Reference:

•	 More informationen see approval ETA-13/0172
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4.2 Powder-actuated fastening tools

Reference:

•	 For the order item number and further information please visit your local Hilti Internet website

Ordering description Content Sales 
Quantity 
[pc]

Item
Number

Powder-actuated fastening tool DX 76 MX 1x Basic unit DX 76
1x Piston X-76-P-ENP
1x Nail magazine MX 76 assy
1x Cleaning kit DX 76/860
1x Tool case DX 76

1 286790

Powder-actuated fastening tool DX 76 PTR 1x Basic unit DX 76 PTR
1x Piston X-76-P-ENP
1x Nail magazine MX 76 assy
1x Cleaning kit DX 76/860,
1x Tool case DX 76

1 384004

Powder-actuated tool DX 9-ENP 1x Basic unit DX 9-ENP_01 EU
1x Nail magazine MX 9-ENP 01
1x Piston X-9-ENP
1x Cleaning kit DX 76/860
1x Tool case DX 9

1 282481

	 Special cartridges for the DX 76

Ordering description Sales 
Quantity 
[pc]

Item 
Number

DX Special cartridge 6.8/18 M10 STD green 
light, only when X-ENP2K is used

100 416482

DX Special cartridge 6.8/18 M10 BULK green 
light, only when X-ENP2K is used

1'000 416487

DX Special cartridge 6.8/18 M10 STD yellow 
medium

100 416483

DX Special cartridge 6.8/18 M10 BULK yellow 
medium

1'000 416488

DX Special cartridge 6.8/18 M10 STD blue 
heavy

100 416485

DX Special cartridge 6.8/18 M10 BULK blue 
heavy

1'000 416490

DX Special cartridge 6.8/18 M10 STD red 
very heavy

100 416484

DX Special cartridge 6.8/18 M10 BULK red 
very heavy

1'000 416489

DX Special cartridge 6.8/18 M10 STD black 
very heavy

100 416486

DX Special cartridge 6.8/18 M10 BULK black 
very heavy

1'000 416491

4.2	 Powder-actuated fastening tools
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4.2 Powder-actuated fastening tools

	 Special cartridges for the DX 860 and DX 9

Ordering description Sales 
Quantity 
[pc]

Item 
Number

DX Special cartridge 6.8/18 M40 blue 
heavy

2'400 2128212

DX Special cartridge 6.8/18 M40 red 
very heavy

2'400 2128211

DX Special cartridge 6.8/18 M40 black 
very heavy

2'400 2128213
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4.3 Steel/Metal accessories, nut setter, SDT 9, bits, HPF System, ST tools

Reference:

•	 For the order item number and further information please visit your local Hilti Internet website

	 Corded metal construction screwdriver

	 ST 1800 and ST 2500

Ordering description Content Sales 
Quantity 
[pc]

Cordless Metal construction screwdriver ST 2000-22  
Hilti tool case

1x Cordless Metal construction screwdriver ST 2000-22
1x Nut setter S-NS 8
1x Depth Gauge
1x Hilti Tool case

1

Cordless Metal construction screwdriver ST 2000-22 box 1x Cordless Metal construction screwdriver ST 2000-22
1x Nut setter S-NS 8
1x Depth Gauge

1

Ordering description Content Sales 
Quantity 
[pc]

Metal construction screwdriver ST 1800 230V 
Hilti tool case

1x Metal construction screwdriver ST 1800 230 V
1x Cover cap
1x Hilti tool case

1

Metal construction screwdriver ST 1800 230V box 1x Metal construction screwdriver ST 1800 230 V
1x Cover cap

1

Metal construction screwdriver ST 1800 110V box 1x Metal construction screwdriver ST 1800 110 V
1x Cover cap

1

Metal construction screwdriver ST 2500 230V box 
Hilti tool case

1x Metal construction screwdriver ST 2500 230V
1x Cover cap
1x Hilti tool case

1

Metal construction screwdriver ST 2500 230V box 1x Metal construction screwdriver ST 2500 230V
1x Cover cap

1

Metal construction screwdriver ST 2500 110V box 1x Metal construction screwdriver ST 2500 110V
1x Cover cap

1

4.3	� Steel/Metal accessories, nut setter, SDT 9, bits,  
HPF System, ST tools 

	 ST 2000-22
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4.3 Steel/Metal accessories, nut setter, SDT 9, bits, HPF System, ST tools

Reference:

•	 For the order item number and further information please visit your local Hilti Internet website

	 Accessories

Ordering description Content Sales 
Quantity 
[pc]

Item 
Number

Screw guide ST-SG 5.5
for use with long sandwich panel screw with diameter 
5.5mm, min length 55 mm

1x Screw guide ST-SG 5.5,  
1x Nut setter S-NS 8 

1 407521

Screw guide ST-SG 5.5
for use with long sandwich panel screw with diameter 
5.5 mm, min length 55 mm

1x Screw guide ST-SG 5.5
3x Nut setter S-NS 8

1 414440

Screw guide ST-SG 6.5
for use with long sandwich panel screw with diameter 
6.5 mm, min length 55 mm

1x Screw guide ST-SG 6.5
1x Nut setter S-NS 8

1 425545

Screw guide ST-SG 6.5
for use with long sandwich panel screw with diameter 
6.5 mm, min length 55 mm

1x Screw guide ST-SG 6.5
3x Nut setter S-NS 8

1 425539

Depth gauge ST-DG 19
for use with self-drilling screws with sealing washer up to 
dia. 19 mm

1 2005053

Depth gauge ST-DG 22
for use with self-drilling screws with sealing washer up to 
dia. 22 mm

1 2005054

Depth gauge S-TA Set
for use with screws with sealing washer dia.  
14 mm – 22 mm

1 304611

Ordering description Connection end Drive Sales 
Quantity 
[pc]

Item 
Number

S-NS 3/8" C 50/2" 1/4" Hexagon HEX3/8" 1 2039250

S-NS 7 C 50/2" 1/4" Hexagon HEX7 1 2039243

S-NS 8 C 50/2" 1/4" Hexagon HEX8 1 2039244

S-NS 10 C 50/2" 1/4" Hexagon HEX10 1 2039245

S-NS 13 C 50/2" 1/4" Hexagon HEX13 1 2039247

S-NS 13 C 90/3 1/2" 1/4" Hexagon HEX13 1 2039251

	 Nut setter

	 S-NS (C)

	 For use with heaxongal screw heads, non-magnetic



86 www.hilti.group

4

4.3 Steel/Metal accessories, nut setter, SDT 9, bits, HPF System, ST tools

Reference:

•	 For the order item number and further information please visit your local Hilti Internet website

	 Stand-up decking tool

Ordering description Content Sales 
Quantity 
[pc]

Item 
Number

Stand-up handle SDT 9 1x Stand-up handle SDT 9, 1x Nut setter S-SY SDT 1 2217520

Stand-up handle SDT 9 magazine 1x Stand-up handle SDT 9 magazine 1 2217521

Strip guide SDT 9-SG 1x Strip guide SDT 9-SG 1 2326719

Strip catcher SDT 9-SC 1x Strip catcher SDT 9-SC 1 2326718

Nose piece SDT 9-NP R red 1 x Nose piece SDT 9-NP R red 1 2221453

Nose piece SDT 9-NP B black 1x Nose piece SDT 9-NP B black 1 2221454

Nut setter S-SY SDT 1x Nut setter S-SY SDT 1 2039260

Handles SDT 9-H 1x Handles SDT 9-H 1 2221456

Stand-up handle frame SDT 9-F 1x Stand-up handle frame SDT 9-F 1 2289587

	 Bit and bit holder

Ordering description Sales 
Quantity 
[pc]

Item 
Number

Bit holder S-BH RC 50/2" 1 2039219

S-B TX 25 25/1" T-HF (10) 10 2039138

S-B TX 25 50/2" T-HF (5) 5 2039143

S-B SQ2 25/1" T-HF (10) 10 2268363

S-B PH2 25/1" T (10) 10 2038979

S-B PH3 25/1" T (10) 10 2039039

Ordering description Connection end Drive Sales 
Quantity 
[pc]

Item 
Number

S-NS 3/8" M 50/2" 1/4" Hexagon HEX3/8" 1 2039232

S-NS 7 M 50/2" 1/4" Hexagon HEX7 1 2039225

S-NS 8 M 50/2" 1/4" Hexagon HEX8 1 2039226

S-NS 10 M 50/2" 1/4" Hexagon HEX10 1 2039227

S-NS 13 M 50/2” 1/4" Hexagon HEX13 1 2039229

	 Magnetic nut setter 

	 S-NS (M)

	 For use with heaxongal screw heads, magnetic
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4.3 Steel/Metal accessories, nut setter, SDT 9, bits, HPF System, ST tools

Reference:

•	 For the order item number and further information please visit your local Hilti Internet website

	 Accessories for hidden panel fastening

Ordering description Content Sales 
Quantity 
[pc]

Item 
Number

Stepped drill bit TS-HP 5,9-90 HPL 1x Stepped drill bit TS-HP 5,9-90 HPL 1 2301100

Bit holder S-BH QC 64/2.5” TL 1x Bit holder S-BH QC 64/2.5" TL 1 2301101
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4.4 Saddle washer and sealing washer

Content� Page

4.4	 Saddle washer and sealing washer� 89

	 4.4.1	 Saddle washer for trapezoidal profile � 89
	 S-SWTR
4.4.2	 Saddle washer for trapezoidal profile � 90
	 S-SWTR RAL
4.4.3	 Saddle washer for wave profile � 91
	 S-SWWA
4.4.5	 S-AW Sealing washer application example� 95
4.4.6	 Product Data� 95
4.4.7	 Dimensions� 96
4.4.8	 Sealing washern for screws with “PS”� 96
	 (S-MD)
4.4.9	 Sealing washer for screws without “PS” � 96
	 (S-MD, S-MP)
4.4.10	 Sealing washer for screws S-MS� 97
4.4.11	 Sealing washer for screws panel � 97
	 (S-CD / S-CDW)
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4.4 Saddle washer and sealing washer

Ordering description Angle (°) Flange 
width (B)

[mm]

Paint Hole

[mm]

EPDM-
thickness

[mm]

Material Material  
thickness

[mm]

Saddle  
washer 
length
[mm]

Sales 
quantity

[pc]

Item 
number

S-SWTR 15/20 15° 20 plain 7.3 2 Aluminium 1 45 100 2106943
S-SWTR 35/20 35° 20 plain 7.3 2 Aluminium 1 45 100 2106944
S-SWTR 30/23 30° 23 plain 7.3 2 Aluminium 1 45 100 2106945
S-SWTR 15/25 15° 25 plain 7.3 2 Aluminium 1 45 100 2106946
S-SWTR 27/25 27° 25 plain 7.3 2 Aluminium 1 45 100 2106947
S-SWTR 40/26 40° 26 plain 7.3 2 Aluminium 1 45 100 2106948
S-SWTR 35/28 35° 28 plain 7.3 2 Aluminium 1 45 100 2106949
S-SWTR 24/30 24° 30 plain 7.3 2 Aluminium 1 45 100 2107120
S-SWTR 38/30 38° 30 plain 7.3 2 Aluminium 1 45 100 2107121
S-SWTR 23/34 23° 34 plain 7.3 2 Aluminium 1 45 100 2107122
S-SWTR 33/37 33° 37 plain 7.3 2 Aluminium 1 45 100 2107123
S-SWTR 17/40 17° 40 plain 7.3 2 Aluminium 1 45 100 2107124
S-SWTR 36/40 36° 40 plain 7.3 2 Aluminium 1 45 100 2107125
S-SWTR 32/54 32° 54 plain 7.3 2 Aluminium 1 45 100 2107126
S-SWTR 22/57 22° 57 plain 7.3 2 Aluminium 1 45 100 2107127
S-SWTR 45/33 48° 33 plain 7.3 2 Aluminium 1 45 100 2109680

4.4	 Saddle washer and sealing washer

4.4.1	 Saddle washer for trapezoidal profile 

	 S-SWTR

	 �For crown flange assembly of roof coverings made of steel, aluminum and plastic. 
Stabilizes the profile panel and prevents pressing in of the crown flange.

    Angle
Flange width
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4.4 Saddle washer and sealing washer

Ordering description Angle (°) Flange 
width (B)

[mm]

Paint Hole

[mm]

EPDM-
thickness

[mm]

Material Material  
thickness

[mm]

Saddle  
washer 
length
[mm]

Sales 
quantity

[pc]

Item 
number

S-SWTR 36/40 RAL 7016 36° 40 RAL 7016 7.3 2 Aluminium 1 45 100 2107131
S-SWTR 36/40 RAL 8012 36° 40 RAL 8012 7.3 2 Aluminium 1 45 100 2107132
S-SWTR 36/40 RAL 3009 36° 40 RAL 3009 7.3 2 Aluminium 1 45 100 2107133
S-SWTR 36/40 RAL 9006 36° 40 RAL 9006 7.3 2 Aluminium 1 45 100 2107134
S-SWTR 17/40 RAL 7016 17° 40 RAL 7016 7.3 2 Aluminium 1 45 100 2107135
S-SWTR 17/40 RAL 8012 17° 40 RAL 8012 7.3 2 Aluminium 1 45 100 2107136
S-SWTR 17/40 RAL 3009 17° 40 RAL 3009 7.3 2 Aluminium 1 45 100 2107137
S-SWTR 17/40 RAL 9006 17° 40 RAL 9006 7.3 2 Aluminium 1 45 100 2107138
S-SWTR 32/54 RAL 7016 32° 54 RAL 7016 7.3 2 Aluminium 1 45 100 2107139
S-SWTR 32/54 RAL 8012 32° 54 RAL 8012 7.3 2 Aluminium 1 45 100 2107140
S-SWTR 32/54 RAL 3009 32° 54 RAL 3009 7.3 2 Aluminium 1 45 100 2107141
S-SWTR 32/54 RAL 9006 32° 54 RAL 9006 7.3 2 Aluminium 1 45 100 2107142
S-SWTR 24/30 RAL 7016 24° 30 RAL 7016 7.3 2 Aluminium 1 45 100 2107143
S-SWTR 24/30 RAL 8012 24° 30 RAL 8012 7.3 2 Aluminium 1 45 100 2107144
S-SWTR 24/30 RAL 3009 24° 30 RAL 3009 7.3 2 Aluminium 1 45 100 2107145
S-SWTR 24/30 RAL 9006 24° 30 RAL 9006 7.3 2 Aluminium 1 45 100 2107146
S-SWTR 27/25 RAL 7016 27° 25 RAL 7016 7.3 2 Aluminium 1 45 100 2107147
S-SWTR 27/25 RAL 8012 27° 25 RAL 8012 7.3 2 Aluminium 1 45 100 2107148
S-SWTR 27/25 RAL 3009 27° 25 RAL 3009 7.3 2 Aluminium 1 45 100 2107149
S-SWTR 27/25 RAL 9006 27° 25 RAL 9006 7.3 2 Aluminium 1 45 100 2107150

    Angle
Flange width

4.4.2	 Saddle washer for trapezoidal profile 

	 S-SWTR RAL

	 �For crown flange assembly of roof coverings made of steel, aluminum and plastic.  
Stabilizes the profile panel and prevents pressing in of the crown flange.
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4.4 Saddle washer and sealing washer

Ordering description Radius

[mm]

Flange 
width (B)

[mm]

Paint Hole

[mm]

EPDM-
thickness

[mm]

Material Material  
thickness

[mm]

Saddle 
washer 
length
[mm]

Sales 
quantity

[pc]

Item 
number

S-SWWA 24/40 24 40 plain 7.3 2 Aluminium 1 45 100 2107128
S-SWWA 32/51 32 51 plain 7.3 2 Aluminium 1 45 100 2107129
S-SWWA 48/57 48 57 plain 7.3 2 Aluminium 1 45 100 2107130

  

Rad
ius

Width

4.4.3	 Saddle washer for wave profile 

	 S-SWWA

	 �For crown flange assembly of roof coverings made of steel, aluminum and plastic.  
Stabilizes the profile panel and prevents pressing in of the crown flange.
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4.4 Saddle washer and sealing washer

4.4.4	 Which saddle washer is suitable for which profile?

W36/40 alubel 28

Alubel
W40/26 alubel 21
W36/40 alubel 40
W38/30 alubel 44
W27/25 Alutech Dach

Saddle washer Profile name Manufacturer Saddle washer Profile name Manufacturer

W36/40 Aluform 20/125

Aluform

W35/20 Aluform 29/124
W40/26 Aluform 30/153
W23/34 Aluform 40/167
W38/30 Aluform 42/250
W27/25 Aluform 45/150
W27/40 Aluform 45/200
W27/25 Alutherm DT 900
W38/30 Alutherm DT 1000
R24/40 Welle 18/76
R32/51 Welle 35/137
R48/57 Welle 55/177

W33/37 EL 22/214

Feilmeier

W32/54 EL 30/220
W36/40 EL 35/207
W33/37 EL 39/333/S
W17/40 EL 40/183
W35/28 EL 45/333/S
W32/54 EL 50/250
R24/40 Welle EL 18/76

R 48/57 Welle 5
EternitR 48/52 Welle 6

R 32/51 Welle 8

R24/40 Dakprofiel 18 – 76

Finish Profiles

R48/57 Dakprofiel 42 – 960
W38/30 Dakprofiel 20 – 1090
W17/40 Dakprofiel 35 – 1000
W17/40 Dakprofiel 40 – 915
W32/54 Dakprofiel 50 – 1000
W32/54 Dakprofiel 58 – 945 KD
W32/54 Dakprofiel 70R – 800

W36/40 35/207

Fischer

W17/40 40/183
W32/54 50/250
W36/40 85/280
W17/40 100/275
W36/40 135/310
W36/40 150/280
W17/40 165/250
R24/40 Sinus 18
R32/51 Sinus 27
R48/57 Sinus 42
W36/40 DL 70; 80; 100; 120; 140; 160
W36/40 20/220

W35/20 JI 33.250.1000

Joriside

W30/23 JI 45.333.1000
W36/40 JI 35.207.1035
W17/40 JI 40.183.915
W32/54 JI 50.250.1000
W32/54 JI 58.317.945
W27/25 JI Roof 1000
W23/34 JI Ecopaneel 1000

W24/30 KS 1000 RW
Kingspan

W27/25 KS 1000 FF

W36/40 35.207.1035 Klinger & Partner
Profilvertrieb GmbHW40/26 39.333.1000

W40/26 W-20/990

Friedrich von
Lien AG

Weckman

W40/26 W-20/1100
W17/40 W-45R/900
W38/30 W-45ER/1000
W17/40 W-155/840
R24/40 W-1/1064
W36/40 W-35/1035

W15/20 Penta 40 Italpannelli

W27/25 Isocop Isopan

W36/40 AL 34/207

Arcelor

W48/33 A 35/207
W17/40 B35/207
W27/25 39/333 T
W17/40 AL 40/183
W17/40 A 40/183
W24/30 AL 42/333 S
W32/54 44/180
W27/25 AL 45/150
W36/40 85/280
W17/40 100/275
W17/40 105/345
W17/40 106/250
W27/25 Ondatherm 1001 TS
W27/25 Ondafibre 3005 T
W27/25 Agratherm 1001 TS
R24/40 Welle 18/76

W36/40 20/125

Bieber

W36/40 30/262K
W36/40 35/207
W17/40 40/183/183 S
W36/40 50/250
W32/54 58/315K
W32/54 70/200
W36/40 80/307
W36/40 89/305
W17/40 100/275
W17/40 106/250
W17/40 110/333
W36/40 135/310
W36/40 150/280
W17/40 160/250
W17/40 170/250

W33/37 DP 20/35

Dansk Profiltechnik

W40/26 DP 20/65
W40/26 DP 20/100
W36/40 DP 35/115
R24/40 DP Sinus 18/76
R32/51 DP Sinus 35/143
R32/51 DP Sinus Variant 35/143

W40/26 DS 20/115

DS Staalprofil

W36/40 DS 35/190
W33/37 DS 35/206
R32/51 DS Sinus 35/143
W15/20 SISCOROOF 4G
W15/20 SISCOTEC ROOF 4G

W15/25 DP72/82/102/ 122/142/162
Brucha

W40/26 DP-F
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4.4 Saddle washer and sealing washer

W36/40 KAS AL-20/125 A

Klöckner

W27/25 KAS AL-30/153 A
W36/40 KAS-35/207
W23/34 KAS AL-40/167 A
W17/40 KAS-40/183
W17/40 KAS AL-45/200 A
W32/54 KAS-50/250
W17/40 KAS-85/280
W17/40 KAS-89/305
R24/40 KAS -18/76
R48/57 KAS -42/160
R48/57 KAS -55/177
W33/37 KAS -D 65 – 115
W15/20 KAS -D 68
W36/40 KAS -D 80
W17/25 KAS -D 62 – 142

Saddle washer Profile name Manufacturer Saddle washer Profile name Manufacturer

W35/20 Isocopre
LattonedilW15/20 Eurocinque

W35/20 Eurocopre

W27/25 LM40 250 1000
LuxmetallW40/26 LM19 156 1094

R32/51 LM 27-111-1000

W27/25 LP 20

Lindab
W36/40 LP 35
W40/26 LP 1100
R24/40 Sinus 18
W35/20 Eurocopre

W15/20 G4

Metecno
W15/20 Hipertec Dach
W15/20 Hipertec Dach
W35/20 Toproof DG
W12/20 SISCO

W33/37 KP M-Profil

W15/25 D62; D82; D102; D122; D142 Romakowski

W36/40 SPCW; SPC2C PIR Ruukki

W36/40 35 – 207

Laukien

W36/40 22 – 214
W40/26 20 – 75
W27/25 45 – 333 S
W38/30 40 – 100
W36/40 50 – 250
R24/40 18/76
R32/51 27/111
R48/57 42/160
R48/57 55/177

W27/25 35 – 207

Maas

W36/40 22 – 214
W36/40 20 – 75
W38/30 45 – 333 S
W27/25 45-150
W27/25 45-333 S
R24/40 Welle 18-76
R32/51 Welle 27-111
R48/57 Welle 55-177

W40/26 SP 20

Montana

W17/40 SP 26
W36/40 SP 30
W36/40 SP 35
W17/40 SP 40
W27/40 SP 41
W24/30 SP 44
W36/40 SP 45
W27/25 SP 59
W17/40 SP 80
W30/23 MTD TL 65
W30/23 MTD TL 85
W30/23 MTD TL 105
W30/23 MTD TL 125
W30/23 MTD TL 145
R24/40 SP 18/1064
R32/51 SP 27/1000
R48/57 SP 42/960

W36/40 20.125/8

O Metall

W38/30 20.136/8
W17/40 25.280/3
W40/26 25.268/4
W23/34 30.207/5
W40/26 30.153/7
W36/40 35.207/5
W17/40 40.183/5
W27/25 40.250/4
W27/25 45.150/6
W27/25 45.333/3
W32/54 50.250/4
R24/40 Welle 18.76
R48/57 Welle 55.177
R32/51 Welle 27.111

W27/25 20/154

Proge

W36/40 26/143
W48/33 30/207
W36/40 30/220
W36/40 30 KD
W36/40 35/207
W17/40 40/183
W36/40 45/150
W27/25 45/333
W32/54 50/250
W32/54 58 KD
W23/34 59/225
W32/54 70/200
W17/40 80/277
W36/40 85/280
W36/40 90/305
W17/40 100/275
W17/40 105/345
W17/40 106/250
R24/40 Welle 18/76
R32/51 Welle 27/111
R48/57 Welle 42/160
R48/57 Welle 55/177

W40/26 Plannja 19

Plannja

W40/26 Plannja 20-102
W30/40 Plannja 35
R24/40 Sinus 18
R48/57 Sinus 51
W33/37 Plannja 20
W17/40 Plannja 60
W38/30 Plannja 30
W36/40 Plannja 45

W36/40 M 20/220

Münker

W48/33 M 35.1/207
W36/40 M 35/207
W36/40 M 40.1/183
W17/40 M 40/183
W27/25 M 40/333
W27/25 M 40KD/333
W32/54 M 50/250
W36/40 M 85/280
W17/40 M 100/275
W17/40 M 150/280
W17/40 M 160/250
W40/26 M 40/333
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4.4 Saddle washer and sealing washer

Saddle washer Profile name Manufacturer

W27/25 SNV Trimo

W15/20 Siegfalz Premium

W36/40 PS 35/207

Salzgitter

W17/40 PS 40/183
W32/54 PS 50/250
W36/40 PS 85/280
W17/40 PS 100/275
W36/40 SIP D

R24/40 CB 18/76

Siegmetall

W48/33 CB 35/207
W17/40 40/183
W27/25 40/333
W32/54 50/250
W36/40 CB 75/305
W36/40 85/280
W17/40 100/275

W36/40 Hoesch Thermodach

ThyssenKrupp Steel
Europe AG

W36/40 T 35.1
W17/40 T 40.1
W32/54 T 50.1
W36/40 T 85.1
W17/40 T 100.1
W17/40 T 106.1
R24/40 WP 18/76
R48/57 WP 42/160
R32/51 WP 27/100

W36/40 WU 20/125

Wurzer
Profiliertechnik

GmbH

W35/20 WU 30/200
W48/33 WU 30D/207
W33/37 WU 30W/207
W36/40 WU 35/207
W17/40 WU 40/183
W27/25 WU 45/333
W32/54 WU 50/250
W36/40 WU 80/307
W17/40 WU 100/275
R24/40 WU 18/76
R32/51 WU 27/111
R48/57 WU 55/177
W36/40 plusdach DL
W15/20 Ter
R48/57 Welle 42-160
W35/20 30.200/5
W38/30 39.333/3
W40/26 39/333
W17/40 41/193,5

W27/25 19(KD)/1050

SAB

W36/40 35R/1035
W17/40 40R/915
W32/54 50R/1000
W32/54 70R/800
W36/40 85R/1120
W36/40 89R/915
W17/40 100R/825
W36/40 30KD/1050
W23/34 45KD/1000
W32/54 58KD/945
W33/37 D 65-75-95-115-135
W33/37 D135.1000 TL
R24/40 18/988
R48/57 42/960
R24/40 27/1000
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4.4 Saddle washer and sealing washer

Material specification: Fastening tools:

z.B.: S-AW04 S16 Tool ST 1800 / ST 1800-A22  
with depth gauge

S for screw fastening

It is essential that the screw be driven correctly in order  
to ensure that the sealing washer will fulfill its function  
for many years.

A for accessories
W for washer
04 04 – screw Ø 4,8 mm

05 – screw Ø 5,5 mm
06 – screw Ø 6,5 mm

S Stainless steel 1.4301 (S for stainless steel)
A Aluminium

12 – Sealing washern outside-Ø 12 mm
14 – Sealing washern outside-Ø 14 mm

16 16 – sealing washer outside-Ø 16 mm
19 – sealing washer outside-Ø 19 mm
22 – sealing washer outside-Ø 22 mm

PS for perfect sealing screw
MS for chipless screw
CD for sandwich panel screw
CDW for sandwich panel screw wood

4.4.6	 Product Data

4.4.5	 S-AW Sealing washer application example
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4.4 Saddle washer and sealing washer

Ordering description Washer 
size

[mm]

EPDM-
thickness

[mm]

Screw 
diameter 
(d)
[mm]

Sales 
quantity

[pc]

Item 
number

Sealing washer S-AW05S 16 PS 16 2 5.5 200 2045877

Sealing washer S-AW06S 16 PS 16 2 6.3 200 2045874

Sealing washer S-AW05S 19 PS 19 2 5.5 200 2045878

Sealing washer S-AW06S 19 PS 19 2 6.3 200 2045875

Sealing washer S-AW05S 22 PS 22 2 5.5 200 2045879

Sealing washer S-AW06S 22 PS 22 2 6.3 200 2045876

Ordering description Washer 
size

[mm]

EPDM-
thickness

[mm]

Screw 
diameter 
(d)
[mm]

Sales 
quantity

[pc]

Item 
number

Sealing washer S-AW04S 12 12 2 4.8 200 2109616

Sealing washer S-AW05S 12 12 2 5.5 200 2109617

Sealing washer S-AW04S 14 14 2 4.8 200 2109618

Sealing washer S-AW05S 14 14 2 5.5 200 2109619

Sealing washer S-AW04S 16 16 2 4.8 200 284880

Sealing washer S-AW05S 16 16 2 5.5 200 284883

Sealing washer S-AW06S 16 16 2 6.3/6.5 200 284886

Sealing washer S-AW04S 19 19 2 4.8 200 284881

Sealing washer S-AW05S 19 19 2 5.5 200 284884

Sealing washer S-AW06S 19 19 2 6.3/6.5 200 284887

Sealing washer S-AW04S 22 22 2 4.8 200 284882

Sealing washer S-AW05S 22 22 2 5.5 200 284885

Sealing washer S-AW06S 22 22 2 6.3/6.5 200 284888

4.4.8	 Sealing washern for screws with “PS”

	 (S-MD)

4.4.9	 Sealing washer for screws without “PS” 

	 (S-MD, S-MP)

Uses:
For all outdoor applications where the fastening is exposed to the weather.

4.4.7	 Dimensions
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4.4 Saddle washer and sealing washer

Ordering description Washer 
size

[mm]

EPDM-
thickness

[mm]

Screw 
diameter 
(d)
[mm]

Sales 
quantity

[pc]

Item 
number

Sealing washer S-AW04S 14 MS 14 2 4.8 200 2109660

Sealing washer S-AW04A 14 MS 14 2 4.8 200 2109661

Sealing washer S-AW04S 16 MS 16 2 4.8 200 2109662

Sealing washer S-AW04A 16 MS 16 2 4.8 200 2109663

Ordering description Washer 
size

[mm]

EPDM-
thickness

[mm]

Screw 
diameter 
(d)
[mm]

Sales 
quantity

[pc]

Item 
number

Sealing washer S-AW06S 16 CD 16 3 5.5 200 2109664

Sealing washer S-AW06S 19 CD 19 3 5.5 200 2109665

Sealing washer S-AW06S 22 CD 22 3 5.5 200 2109666

Sealing washer S-AW06S 29 CD 29 3 5.5 200 2109667

Sealing washer S-AW07S 16 CDW 16 2 6.5 200 2109668

Sealing washer S-AW07S 19 CDW 19 2 6.5 200 2109669

Sealing washer S-AW07S 22 CDW 22 2 6.5 200 2109670

Sealing washer S-AW07S 29 CDW 29 2 6.5 200 2109671

4.4.10	 Sealing washer for screws S-MS

4.4.11	 Sealing washer for screws panel 

	 (S-CD / S-CDW)
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